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Abstract of the contribution: This contribution proposes Conclusions for KI#1.2 for DualSteer.
1 Discussion
In SA2#162, some solutions are proposed, and during NWM discussions are done.


2 Proposal
[bookmark: _Hlk513714389]It is proposed to update TR 23.700-54 as follows.

* * * * First change (all new text) * * * *
[bookmark: _Toc160552497][bookmark: _Toc161061125]8.1.X	Conclusion for KI#1.2
To support Registration and mobility management for DualSteer, it is proposed to move to normative phase the following principles:
-	There is a need to specify a policy in SA2 that enables the HPLMN to control when the DualSteer device establishes connectivity to the second 3GPP access network.
-	DualSteer Device indicates to the AMF its capabilities to support for DualSteer during registration.
-	UE does not need to indicate to AMF whether it acts (or can act) as the primary UE or secondary UE.
-	AMF needs to indicate to the DualSteer Device whether the network supports DualSteer feature during registration.
-	DualSteer Device performs separate registration procedures for each of the subscriptions/SUPIs.
-	The AMFs can get associations of the registrations from the Device or can derive associations of the registrations of the Associated SUPIs from UDM.
-	There is no need for the Registration Correlation Information (if such information is defined) to identify each 3GPP access leg uniquely.



* * * * End of change * * * *



