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Abstract of the contribution: This contribution proposes the conclusion for KI#2.
1	Discussion
Based on the solutions documented in TR 23.700-45, this paper proposes a set of principles to be considered in the normative work for KI#2.
Those principles are derived based on the NWM discussion outcome, (See Rapporteur proposal: https://nwm-trial.etsi.org/#/documents/8866.)
2	Proposal
[bookmark: _Hlk513714389]It is proposed to update TR 23.700-45 according to the following text.

[bookmark: _Toc435670433][bookmark: _Toc436124703][bookmark: _Toc509905226][bookmark: _Toc510604403][bookmark: _Toc22214904][bookmark: _Toc23254037]

[bookmark: _Toc148441670]********** First Change **********
[bookmark: _Toc165028134][bookmark: _Toc160444891][bookmark: _Toc160711449][bookmark: _Toc92875666][bookmark: _Toc160444959][bookmark: _Toc93070690]8	Conclusions
Editor's note:	This clause will list conclusions that have been agreed during the course of the study item activities.
[bookmark: _Toc165028135]8.1	Key Issue #2: Enabling provisioning of subscribers allowed to access CAG cell and managing access control by the CAG owner or an authorized administrator
It is agreed to consider the following principles for the normative workFor interim conclusions, the following aspects are taken as way forward:
-	The NEF API, i.e. Parameter Provisioning specified in the clause 4.15.6 of TS 23.502 [3] is enhanced to support the 5G Femto CAG provisioning.
Editor's note:	Whether this enhanced procedure is applied to Serving network or Home network is FFS.
UE impacts shall be avoided.


-	In the case of non-roaming:
· The CAG owner or an authorized administrator provides CAG info via NEF.
· The NEF API, i.e. Parameter Provisioning specified in the clause 4.15.6 of TS 23.502 [3] is enhanced to support the 5G Femto CAG provisioning.
· 
· 
· The CAG owner or an authorized administrator provides the CAG info is stored in UDM/UDR.
· 
· UDM updates AMF for CAG info according to Rel-18 existing specification.
· AMF updates UE for CAG info according to Rel-18 existing specification.
-  In the case of roaming:
· No normative work is pursued in this release. 
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