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	Reason for change:
	Based on TR 28.840 conclusion, solution #1.3, #1.5, #3.3, #3.4 are recommended and can be supported by existing NRF discovery mechanism specified in TS 29.510.

Solution #1.3 and #1.5 support the CHF discovery and selection based on NF consumer location information, re-use the locality/extLocality or servingScope attribute in NF profile.

Solution #3.3 and #3.4 support the CHF discovery and selection based on tenant information, which also re-use the existing attribute, i.e. allowed S-NSSAI in NF profile and range of SUPIs in ChfInfo.
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5G Charging Function supports to interact with NRF, as specified in clause 7.1 of TS 23.501 [201] and clauses 4.17 and 5.2.7 of TS 23.502 [202] to enable following functionalities:
-	CHF instance(s) registration, CHF service(s) instance(s) registration in a CHF instance.
-	CHF instance(s) update, CHF service(s) instance(s) update in a CHF instance. 
-	CHF instance(s) deregistration.
-	CHF instance(s) and CHF service(s) instance(s) discovery by CHF service consumer. 
The services specified in clause 7.2.6 TS 23.501 [201] may be used and the interaction is described in TS 29.510 [300]:
-	Nnrf_NFManagement.
-	Nnrf_NFDiscovery.
-	Nnrf_AccessToken. 
The Nnrf_NFManagement_NFRegister service invoked by CHF for CHF instance(s) and CHF service(s) instance(s) registration described in the TS 29.510 [300] may include in particular:
-	The attributes in ChfInfo in NF Profile, as defined in clause 6.1.6.2.32, for example:
-	Range(s) of SUPIs.
-	Range(s) of GPSIs.
-	Range(s) of PLMNs.
-	CHF Group ID.
-	CHF set ID.
-	CHF service set ID.
-	The common attributes in NF Profile, as defined in clause 6.1.6.2.2, for example:
-	locality / extLocality.
-	servingScope.
-	allowedNssais.
-	nfSetIdList that identifies the CHF set ID.
-	nfServiceSetIdList that identifies the CHF service set ID.

These parameters may also be used by CHF service consumer(s) invoking the Nnrf_NFDiscovery service for the CHF instance(s) and CHF service(s) instance(s) discovery. 
A CHF instance is either a part of:
-	a primary CHF instance and secondary CHF instance pair, or
-	a CHF set, which refers to a group of interchangeable CHF instances of the same type, supporting the same services and the same Network Slice(s), as specified in clause 3.1 TS 23.501, or	Comment by Huawei-rev2: TS 23.501 Clause 3.1

NF Set: A group of interchangeable NF instances of the same type, supporting the same services and the same Network Slice(s). The NF instances in the same NF Set may be geographically distributed but have access to the same context data.
CHF Group ID: This refers to one or more CHF instances managing a specific set of SUPIs.
-	a CHF Group, which refers to one or more CHF instances managing a specific set of SUPIs, as specified in clause 3.1 TS 23.501.
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