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* * * First Change * * * *
[bookmark: _Toc25270757][bookmark: _Toc34310414][bookmark: _Toc36464936][bookmark: _Toc51944668][bookmark: _Toc162360103][bookmark: _Toc25270760][bookmark: _Toc34310417][bookmark: _Toc36464939][bookmark: _Toc51944671][bookmark: _Toc162360106]6.2.6.3	Simple data types and enumerations
6.2.6.3.3	Enumeration: AccessTech
Table 6.2.6.3.3-1: Enumeration AccessTech
	Enumeration value
	Description

	"NR"
	

	"EUTRAN_IN_WBS1_MODE_AND_NBS1_MODE"
	

	"EUTRAN_IN_NBS1_MODE_ONLY"
	

	"EUTRAN_IN_WBS1_MODE_ONLY"
	

	"UTRAN"
	

	"GSM_AND_ECGSM_IoT"
	

	"GSM_WITHOUT_ECGSM_IoT"
	

	"ECGSM_IoT_ONLY"
	

	"CDMA_1xRTT"
	

	"CDMA_HRPD"
	

	"GSM_COMPACT"
	



NOTE:	Some of the values in the enumeration deviate from the naming conventions indicated in 3GPP TS 29.501 [5] Clause 5.1.4 (i.e., to use UPPER_WITH_UNDERSCORE); 
however, it is kept as currently defined in this specification to maintain backwards compatibility.

* * * End of Changes * * * *


