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	Reason for change:
	The Nnrf_AccessToken and Nnrf_Bootstrapping APIs do not contain a "servers" section in OpenAPI.

This has always been intentional, with the reasoning that the target URIs for these APIs do not contain a "service name" or "api version" component.

However, having a "servers" section can be usefull for the following reasons:

- It clearly and explicitly indicates in the OpenAPI description that the target URIs shall not contain an "API prefix" component (i.e. it uses the {nrfApiRoot} concept as opposed to the {apiRoot} concept, in alignment with the service operation descriptions in clauses 5.4.2.2.1 and 5.5.2.2.1).

- It helps tooling to automatically construct target URIs for these APIs

Also, note that this change does not imply any functional change on the current behaviour of the NRF APIs.


	
	

	Summary of change:
	Add "servers" sections to Nnrf_AccessToken and Nnrf_Bootstrapping APIs.


	
	

	Consequences if not approved:
	The Nnrf_AccessToken and Nnrf_Bootstrapping APIs do not clearly indicate in OpenAPI what are the expected target URIs of their services.
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	Other comments:
	This CR introduces backwards compatible corrections with impacts on the following APIs:
- TS29510_Nnrf_AccessToken.yaml
- TS29510_Nnrf_Bootstrapping.yaml
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[bookmark: _Toc24937836][bookmark: _Toc33962656][bookmark: _Toc42883425][bookmark: _Toc49733293][bookmark: _Toc56690943][bookmark: _Toc162420902]* * * First Change * * * *
[bookmark: _Toc24937838][bookmark: _Toc33962658][bookmark: _Toc42883427][bookmark: _Toc49733295][bookmark: _Toc56690945][bookmark: _Toc162420904]A.4	Nnrf_AccessToken API (NRF OAuth2 Authorization)
openapi: 3.0.0

info:
  version: '1.3.0-alpha.1'
  title: 'NRF OAuth2'
  description: |
    NRF OAuth2 Authorization.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.510 V18.5.0; 5G System; Network Function Repository Services; Stage 3
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.510/'

servers:
  - url: '{nrfApiRoot}'
    variables:
      nrfApiRoot:
        default: https://example.com
        description: >
          nrfApiRoot represents the concatenation of the "scheme" and "authority" components
          (as defined in IETF RFC 3986) of the NRF

paths:


(... text not shown for clarity ...)

* * * Next Change * * * *
[bookmark: _Toc11336379][bookmark: _Toc24937839][bookmark: _Toc33962659][bookmark: _Toc42883428][bookmark: _Toc49733296][bookmark: _Toc56690946][bookmark: _Toc162420905]A.5	Nnrf_Bootstrapping API
openapi: 3.0.0

info:
  version: '1.2.0-alpha.1'
  title: 'NRF Bootstrapping'
  description: |
    NRF Bootstrapping.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.510 V18.5.0; 5G System; Network Function Repository Services; Stage 3
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.510/'

servers:
  - url: '{nrfApiRoot}'
    variables:
      nrfApiRoot:
        default: https://example.com
        description: >
          nrfApiRoot represents the concatenation of the "scheme" and "authority" components
          (as defined in IETF RFC 3986) of the NRF

paths:
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