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	Reason for change:
	The simple data type “Seckey” is not used in the related service, but listed in the Table 6.1.6.3.2-1: Simple data types.

It proposes to remove simple data type “Seckey” in Table 6.1.6.3.2-1: Simple data types.

	
	

	Summary of change:
	It proposes to remove simple data type “Seckey” in Table 6.1.6.3.2-1: Simple data types.
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	Additional simple data type remaining.
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* * * First Change * * * *
[bookmark: _Toc161035664][bookmark: _Toc510696640][bookmark: _Toc35971435][bookmark: _Toc98142599][bookmark: _Toc122090724][bookmark: _Toc145953077]6.1.6.3.2	Simple data types
The simple data types defined in Table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	UserInfoId
	Bytes
	String with format "byte" as defined in OpenAPI Specification [7], i.e. base64-encoded characters, encoding the "User Info ID" IE as specified in 3GPP TS 24.514 [17] (starting from octet 1)
	

	UeSecurityCapability
	Bytes
	String with format "byte" as defined in OpenAPI Specification [7], i.e. base64-encoded characters, encoding the "UE security capability" IE as specified in 3GPP TS 24.514  [17] (starting from octet 1).
	

	ChosenPc5CipheringAlgorithm
	integer
	This IE shall indicate the chosen PC5 ciphering algorithm as specified in 3GPP TS 24.514  [17]
	

	Seckey
	Bytes
	String with format "byte" as defined in OpenAPI Specification [7], i.e. base64-encoded characters, encoding the "DUIK" IE, or "DUCK", or "DUSK" as specified in 3GPP TS 24.514 [17]
	

	Duik
	Bytes
	String with format "byte" as defined in OpenAPI Specification [7], i.e. base64-encoded characters, encoding the "DUIK" IE as specified in 3GPP TS 24.514  [17]
	

	Duck
	Bytes
	String with format "byte" as defined in OpenAPI Specification [7], i.e. base64-encoded characters, encoding the "DUCK" IE as specified in 3GPP TS 24.514  [17]
	

	Dusk
	Bytes
	String with format "byte" as defined in OpenAPI Specification [7], i.e. base64-encoded characters, encoding the "DUSK" IE as specified in 3GPP TS 24.514  [17]
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