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	Reason for change:
	mbsMediaComps attribute defined as maps, the "description" of the attribute includes an incorrect indication of the values used as key of the map.

In the same description, the name of the data type defined as map entry is also incorrect.

In addition, the description is missed in the definition of mbsMediaComps attributes in the OpenAPI.

	
	

	Summary of change:
	Correct the description of mbsMediaComps attribute.

	
	 

	Consequences if not approved:
	Incorrect definition of the key of map may lead to incorrect implementation.
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* * * First Change * * * *

[bookmark: _Toc133336420][bookmark: _Toc143984921][bookmark: _Toc144147698][bookmark: _Toc153885502][bookmark: _Toc161915369]5.9.4.16	Type: MbsServiceInfo
Table 5.9.4.16-1: Definition of type MbsServiceInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	mbsMediaComps
	map(MbsMediaCompRm)
	M
	1..N
	Contains the information of one or several media component(s).
The key of the map is the "mbsMedCompNummedCompN" attribute of the corresponding MbsMediaCompRm data structure provided as a map entry.

	mbsSdfResPrio
	ReservPriority
	O
	0..1
	Indicates the reservation priority of the MBS service data flow(s) identified by the "mbsMediaComps" attribute.

	afAppId
	AfAppId
	O
	0..1
	Contains the AF application identifier.

	mbsSessionAmbr
	BitRate
	O
	0..1
	Contains the required MBS Session-AMBR.



* * * Next Change * * * *

[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc143984951][bookmark: _Toc144147728][bookmark: _Toc153885533][bookmark: _Toc161915400]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.5.0-alpha.6'


  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  
[…]
    MbsServiceInfo:
      description: Represent MBS Service Information.
      type: object
      properties:
        mbsMediaComps:
          description: >
            The key of the map is the "mbsMedCompNum" attribute of the corresponding MbsMediaCompRm
            data structure provided as a map entry
[bookmark: MCCQCTEMPBM_00000050]          type: object
          additionalProperties:
[bookmark: MCCQCTEMPBM_00000051]            $ref: '#/components/schemas/MbsMediaCompRm'
          minProperties: 1
        mbsSdfResPrio:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/ReservPriority'
        afAppId:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/AfAppId'
        mbsSessionAmbr:
          $ref: '#/components/schemas/BitRate'
      required:
        - mbsMediaComps
[…]

* * * End of Changes * * * *

* * * For Information * * * *

[bookmark: _Toc133336421][bookmark: _Toc143984922][bookmark: _Toc144147699][bookmark: _Toc153885503][bookmark: _Toc161915370]5.9.4.17	Type: MbsMediaComp
Table 5.9.4.17-1: Definition of type MbsMediaComp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsMedCompNum
	integer
	M
	1
	Contains the ordinal number of the MBS media component.
	

	mbsFlowDescs
	array(FlowDescription)
	O
	1..N
	Contains the flow description for the MBS Downlink IP flow(s).
	

	mbsSdfResPrio
	ReservPriority
	O
	0..1
	Indicates the reservation priority for the MBS service data flow(s) identified by the "mbsFlowDescs" attribute.
(NOTE 2)
	

	mbsMediaInfo
	MbsMediaInfo
	O
	0..1
	Indicates the MBS media information.
(NOTE 1)
	

	qosRef
	string
	O
	0..1
	Contains the identifier to pre-defined MBS QoS.
(NOTE 1)
	

	mbsQoSReq
	MbsQoSReq
	O
	0..1
	Contains the MBS QoS requirements.
(NOTE 1)
	

	NOTE 1: 	Only one of these attributes may be present.
NOTE 2: 	When present, the value of this attribute shall apply for the MBS service data flow(s) identified by this MBS Media Component. It shall take precedence over the value of the same attribute within the parent MbsServiceInfo data structure.



