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	Reason for change:
	Based on the OpenAPI definition, the attribute name for data type map(LinksValueSchema) should be “_links”, it is incorrect in the table 6.1.6.2.14.
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	It proposes to update the incorrect attribute name.
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* * * First Change * * * *
[bookmark: _Toc162360057][bookmark: _Toc161839734][bookmark: _Toc153817418][bookmark: _Toc145946978][bookmark: _Toc138344472][bookmark: _Toc130844975][bookmark: _Toc122015812][bookmark: _Toc161839823][bookmark: _Toc153817499][bookmark: _Toc145947055][bookmark: _Toc138344547][bookmark: _Toc161827860][bookmark: _Toc153887532][bookmark: _Toc153887484][bookmark: _Toc145956049][bookmark: _Toc138411862][bookmark: _Toc130844156][bookmark: _Toc122096935][bookmark: _Toc114779018][bookmark: _Toc106639508][bookmark: _Toc98506223][bookmark: _Toc90650553][bookmark: _Toc88818631][bookmark: _Toc82716344][bookmark: _Toc74993756][bookmark: _Toc67685935][bookmark: _Toc58594425][bookmark: _Toc56517524][bookmark: _Toc51873396][bookmark: _Toc49849882][bookmark: _Toc45032393][bookmark: _Toc43215145][bookmark: _Toc36463305][bookmark: _Toc34147921][bookmark: _Toc27593050][bookmark: _Toc25168631][bookmark: _Toc20150384]6.1.6.2.14	Type: ProSeEapSession
Table 6.1.6.2.14-1: Definition of type ProSeEapSession
	Attribute name
	Data type
	P
	Cardinality
	Description

	eapPayload
	EapPayload
	M
	1
	Contains the EAP packet (see IETF RFC 3748 [18]).
If no EAP packet has been provided by the 5G ProSe Remote UE or the 5G ProSe End UE the null value is conveyed to the AUSF.

	knrProSe
	[bookmark: _Hlk98871270]KnrProSe
	C
	0..1
	If the authentication is successful and no EAP packet has been provided by the 5G ProSe Remote UE or the 5G ProSe End UE, the KNR_ProSe shall be included

	_linksor the 5G ProSe End UE
	map(LinksValueSchema)
	C
	1..N
	If the EAP session requires another exchange e.g. for EAP-AKA' notification, this IE shall contain a member whose name is "prose-auth" and the URI to continue the EAP session.
See NOTE.

	authResult
	AuthResult
	C
	0..1
	This IE shall be present if no EAP packet has been provided by the 5G ProSe Remote UE or the 5G ProSe End UE.

When present, this IE shall indicate the result of the authentication.

	nonce2
	Nonce2
	C
	0..1
	If the authentication is successful and no EAP packet has been provided by the 5G ProSe Remote UE or the 5G ProSe End UE, the Nonce_2 shall be included.

	5gPrukId
	5GPrukId
	C
	0..1
	This IE shall be present if authentication is successful and no EAP packet has been provided by the 5G ProSe Remote UE or the 5G ProSe End UE.

When present, this IE shall contain the CP-PRUK ID to the 5G ProSe Remote UE or the 5G ProSe End UE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.

	NOTE: In the current version of this API, only 0 or 1 hypermedia link is provided.
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