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	Reason for change:
	TS 32.255 defines new requirements to support charging of multicast (see 5MBS_CH WID in SP-231712). 

For the multicast communication, the SMF may collect following charging information.
-	The duration of time from UE joining to UE leaving multicast MBS session;
-	The duration of time using 5GC shared MBS traffic delivery method, and/or the duration of time using 5GC individual MBS traffic delivery method;
-	The amount of multicast data transferred to UE via per-UE PDU sessions using 5GC individual MBS traffic delivery method. The SMF shall include the information of usage of per-UE PDU session for a 5GC individual MBS traffic delivery in charging information towards CHF.


	
	

	Summary of change:
	N4 requirements are specified to enable the SMF to collect the volume of multicast MBS data transmitted to the UE using 5GC individual MBS traffic delivery.


	
	

	Consequences if not approved:
	MBS charging requirements specified by SA5 are not specified in the PFCP specification.
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	This CR's revision history:
	Rev. 1: 
· Ericsson is added as co-source.
· References to offline and online charging are replaced by references to quota handling.
· One "MB-UPF" occurence is corrected to "UPF".
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* * * First Change * * * *
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5.34.3.x	MBS data usage reporting for MBS charging
MBS charging is an optional feature for the SMF. It does not require any specific capability from the UPF (other than supporting 5GS charging requirements for a PDU session).
If the SMF supports MBS charging, the SMF may request the UPF to measure and report the volume of multicast MBS data transmitted to the UE via the UE's PDU session using 5GC individual MBS traffic delivery, as specified in clause 5.1.3 of 3GPP TS 32.255 [45]. 
If so, the SMF shall provision URR(s) for the related PFCP session in the UPF, associated with the DL PDR(s) established for receiving the MBS data from the UPF, as defined in clause 5.4.10 with the following modifications:
-	no charging quotas shall be used for MBS charging over N4, i.e. Volume (Time/Event) Quota shall not be provisioned in a URR for MBS charging; and
-	Only volume-based measurement shall be used for MBS data usage reporting over N4 (i.e. no time nor event based measurement).
Upon being so instructed, the UPF shall measure and report the requested MBS data usage as defined in clause 5.2.2.
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