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* * * First Change * * * *
[bookmark: _Toc157434479][bookmark: _Toc157436194][bookmark: _Toc157440034][bookmark: _Toc160649709][bookmark: _Toc161902354]5.4.2.5.2	Policy Harmonization Notification
Figure 5.4.2.5.2-1 depicts a scenario where the NSCE Server sends a request to notify a previously implicitly subscribed service consumer on Policy Harmonization event(s) (see also clause 9.5 of 3GPP°TS°23.435°[14]).


Figure 5.4.2.5.2-1: Procedure for Policy Harmonization Notification
1.	In order to notify a previously implicitly subscribed service consumer on Policy Harmonization event(s), the NSCE Server shall send an HTTP POST request to the service consumer with the request URI set to "{notifUri}", where the "notifUri" variable is set to the value received from the service consumer during the creation/update of the corresponding Policy, using the procedures defined in clause 5.64.2.2 and 5.64.2.3, and the request body including the HarmonizationNotif data structure.
2a.	Upon success, the service consumer shall respond to the NSCE Server with either:
-	an HTTP "200 OK" status code to acknowledge the reception of the notification, with the response body containing harmonization related information within the HarmonizationResp data structure; or
-	an HTTP "204 No Content" status code to acknowledge the reception of the notification.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.3.7.

* * * 2nd Change * * * *
[bookmark: _Toc96843337][bookmark: _Toc96844312][bookmark: _Toc100739885][bookmark: _Toc129252458][bookmark: _Toc144024141][bookmark: _Toc148176840][bookmark: _Toc148358890][bookmark: _Toc151743084][bookmark: _Toc151743549][bookmark: _Toc157434487][bookmark: _Toc157436202][bookmark: _Toc157440042][bookmark: _Toc160649717][bookmark: _Toc161902362]5.4.2.7.2	Policy Usage Notification
Figure 5.4.2.7.2-1 depicts a scenario where the NSCE Server sends a request to notify a previously subscribed service consumer on Policy Usage event(s) (see also clause 9.5 of 3GPP°TS°23.435°[14]).


Figure 5.4.2.7.2-1: Procedure for Policy Usage Notification
1.	In order to notify a previously subscribed service consumer on Policy Usage event(s), the NSCE Server shall send an HTTP POST request to the service consumer with the request URI set to "{notifUri}", where the "notifUri" is set to the value received from the service consumer during the creation/update of the corresponding Policy Usage Subscription, using the procedures defined in clause 5.64.2.6, and the request body including the PolUsageNotif data structure.
2a.	Upon success, the service consumer shall respond to the NSCE Server with an HTTP "204 No Content" status code to acknowledge the reception of the notification.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.3.7.

* * * 3rd Change * * * *
[bookmark: _Toc157434499][bookmark: _Toc157436214][bookmark: _Toc157440054][bookmark: _Toc160649729][bookmark: _Toc161902374]5.5.2.3.2	Network Slice Optimization Notification
Figure 5.5.2.3.2-1 depicts a scenario where the NSCE Server sends a request to notify a previously subscribed service consumer on Network Slice Optimization report(s) (as defined in clause 9.5 of 3GPP°TS°23.435°[14]).


Figure 5.5.2.3.2-1: Procedure for Network Slice Optimization Notification
1.	In order to notify a previously subscribed service consumer on Network Slice Optimization report(s), the NSCE Server shall send an HTTP POST request to the service consumer with the request URI set to "{notifUri}", where the "notifUri" is set to the value received from the service consumer during the creation/update of the corresponding Network Slice Optimization Subscription using the procedures defined in clause 5.35.2.2, and the request body including the NetSliceOptNotif data structure.
2a.	Upon success, the service consumer shall respond to the NSCE Server with an HTTP "204 No Content" status code to acknowledge the reception of the notification.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.4.7.


* * * End of changes * * * *
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