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* * * * First Change * * * *
[bookmark: _Toc34123810][bookmark: _Toc36038554][bookmark: _Toc36038642][bookmark: _Toc36038833][bookmark: _Toc44680774][bookmark: _Toc45133686][bookmark: _Toc45133777][bookmark: _Toc49417475][bookmark: _Toc51762442][bookmark: _Toc58838158][bookmark: _Toc59017171][bookmark: _Toc68168317][bookmark: _Toc153787302][bookmark: _Toc11247907][bookmark: _Toc27045051][bookmark: _Toc36034102][bookmark: _Toc45132249][bookmark: _Toc49776534][bookmark: _Toc51747454][bookmark: _Toc66361036][bookmark: _Toc68105541][bookmark: _Toc74756173][bookmark: _Toc105675050][bookmark: _Toc130503120][bookmark: _Toc153625912][bookmark: _Toc161933116]5.6.2.5	Type EventFilter
Table 5.6.2.5-1: Definition of type EventFilter
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability
(NOTE 4)

	gpsis
	array(Gpsi)
	O
	1..N
	Each element represents external UE identifier.
(NOTE 1, NOTE 2)
	

	supis
	array(Supi)
	O
	1..N
	Each element represents a SUPI identifying a UE (NOTE 1, NOTE 2)
	

	exterGroupIds
	array(ExtGroupId)
	O
	1..N
	Each element represents a group of UEs identified by an External Group Identifier.
(NOTE 1, NOTE 2)
	

	interGroupIds
	array(GroupId)
	O
	1..N
	Each element represents a group of UEs identified by an Internal Group Identifier. (NOTE 1, NOTE 2)
	

	anyUeInd
	boolean
	O
	0..1
	Identifies whether the request applies to any UE. 
This attribute shall set to "true" if applicable for any UE, otherwise, set to "false".
May only be present and sets to "true" if "AfEvent" sets to "SVC_EXPERIENCE", "EXCEPTIONS" or "USER_DATA_CONGESTION".
(NOTE 2)
	ServiceExperience
Exceptions
UserDataCongestion

	ueIpAddr
	IpAddr
	O
	0..1
	Identifies the UE IP address. (NOTE 2)
	EnPerformanceData

	appIds
	array(ApplicationId)
	O
	1..N
	Each element indicates an application identifier.
If absent, the EventFilter data applies to any application (i.e. all applications).
(NOTE 3)
	ServiceExperience
UeMobility
UeCommunication
Exceptions
UserDataCongestion
PerformanceData
Dispersion
CollectiveBehaviour
MSQoeMetrics
MSConsumption
MSNetAssInvocation
MSDynPolicyInvocation
MSAccessActivity
DataVolTransferTime

	locArea
	LocationArea5G
	O
	0..1
	Represents area of interest. (NOTE 5)
	ServiceExperience
UeMobility
UeCommunication
Exceptions
UserDataCongestion
PerformanceData
Dispersion
CollectiveBehaviour
MSQoeMetrics
MSConsumption
MSNetAssInvocation
MSDynPolicyInvocation
MSAccessActivity
DataVolTransferTime

	collAttrs
	array(CollectiveBehaviourFilter)
	O
	1..N
	Each element indicates a collective attribute parameter type and value.
This attribute may be included when the subscribed event is "COLLECTIVE_BEHAVIOUR".
	CollectiveBehaviour

	exceptionReqs
	array(Exception)
	O
	1..N
	Each element indicates an Exception Id with associated threshold. This attribute may be included when the subscribed event is "EXCEPTIONS".
(NOTE 6)
	EnPerformanceData

	NOTE 1:	For untrusted AF, only gpsis and exterGroupIds are applicable. For trusted AF, only supis and interGroupIds are applicable.
NOTE 2:	For an applicable feature, only one attribute identifying the target UE shall be provided.
NOTE 3:	For event "UE_COMM", "UE_MOBILITY", "EXCEPTIONS" and "PERF_DATA", the "appIds" attribute, if present, shall include only one element. 
NOTE 4:	Properties marked with a feature as defined in clause 5.8 are applicable as described in clause 6.6 of 3GPP TS 29.500 [5]. If no features are indicated, the related property applies for all the features.
NOTE 5:	The NetworkAreaInfo data within the LocationArea5G data is only applicable for trusted AF. In addition, for event "SVC_EXPERIENCE", only the "tais" attribute within the NetworkAreaInfo data is applicable for the trusted AF.
NOTE 6:	Only "excepId" and "excepLevel" attributes within the Exception data type are applicable to this attribute.



Editor's note:	Futher event filter information is FFS.

* * * * End of Changes * * * *
