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	Reason for change:
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Additional discussion(if needed):
Proposed changes:

*** First Change ***
6.2.6.2.4	Type TscAppSessionContextUpdateData
Table 6.2.6.2.4-1: Definition of type TscAppSessionContextUpdateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notifUri
	Uri
	O
	0..1
	Notification URI for Individual TSC Application Session Context termination requests.
	

	appId
	string
	O
	0..1
	Identifies the external Application Identifier. (NOTE 1)
	

	flowInfo
	array(FlowInfo)
	O
	1..N
	Describe the IP data flow which requires QoS.
(NOTE 1)
	

	ethFlowInfo
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet flows.
(NOTE 1) (NOTE 4)
	

	enEthFlowInfo
	array(EthFlowInfo)
	OC
	1..N
	Identifies the Ethernet flows which require QoS. Each Ethernet flow consists of a flow identifier and the corresponding UL and/or DL flows.
(NOTE 1) (NOTE 4)
	Ethernet_UL/DL_Flows

	tscQosReq
	TscQosRequirementRm
	CO
	0..1
	Contains the QoS requirements for time sensitive communication. (NOTE 2)
	

	qosReference
	string
	OC
	0..1
	Identifies a pre-defined QoS information. (NOTE 2) (NOTE 3)
	

	altQosReferences
	array(string)
	CO
	1..N
	Identifies an ordered list of pre-defined QoS information. The lower the index of the array for a given entry, the higher the priority. (NOTE 3)
	

	altQosReqs
	array(AlternativeServiceRequirementsData)
	OC
	1..N
	Identifies an ordered list of alternative service requirements that include individual QoS parameter set(s). The lower the index of the array for a given entry, the higher the priority. (NOTE 3)
	

	evSubsc
	EventsSubscReqDataRm
	O
	0..1
	Identifies the events the application subscribes to at modification of an Individual TSC Application Session Context resource.
	

	sponId
	SponId
	O
	0..1
	Sponsor identity. 
	

	aspId
	AspId
	O
	0..1
	Application service provider identity. It may be included if sponsored connectivity is applicable.
	

	sponStatus
	SponsoringStatus
	O
	0..1
	Indication of whether sponsored connectivity is enabled or disabled/not enabled.
The absence of the attribute indicates that the sponsored connectivity is enabled.
	

	NOTE 1:	One of IP flow information, Ethernet flow information or Application Identifier may be provided.
NOTE 2:	If theEither "tscQosReq" attribute andor "qosReference" attributes aremay be provided, the "qosReference" attribute is ignored.
NOTE 3:	The attributes "altQoSReferences" and "altQosReqs" are mutually exclusive. The attributes "qosReference" and "altQosReqs" are also mutually exclusive.
NOTE 4:	When the Ethernet flow information is provided and the Ethernet_UL/DL_Flows feature is supported, either the "ethFlowInfo" or the "enEthFlowInfo" may be provided, but not both simultaneously.



*** End of Changes ***
