

	
3GPP TSG-CT3 Meeting #134	C3-242356
Changsha, China, 15th – 19st April 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.548
	CR
	[bookmark: _GoBack]0006
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Various corrections to references

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT3

	
	

	Work item code:
	SEALDD
	
	Date:
	2024-04-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	There are a few incorrect references in the specification.

	
	

	Summary of change:
	This CR proposes to:
· Correct the incorrect references.

	
	

	Consequences if not approved:
	· The incorrect references remain in the specification.

	
	

	Clauses affected:
	6.1.1, 6.4.3.3.3.2, 6.4.3.3.3.3, 6.4.3.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	This CR does not impact the OpenAPI descriptions of the APIs defined in this specification.

	
	

	This CR's revision history:
	



Page 1


* * * * Start of changes * * * *
[bookmark: _Toc510696599][bookmark: _Toc35971391][bookmark: _Toc144024147][bookmark: _Toc148176859][bookmark: _Toc151379238][bookmark: _Toc151445420][bookmark: _Toc160470487][bookmark: _Toc160472118][bookmark: _Toc105674347][bookmark: _Toc130502386][bookmark: _Toc153625168][bookmark: _Toc161947077][bookmark: _Toc151992873][bookmark: _Toc151999653][bookmark: _Toc152158225][bookmark: _Toc162000580]6.1.1	Introduction
The SDD_Transmission shall use the SDD_Transmission API.
The API URI of the SDD_Transmission API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 6.5 of 3GPP TS 29.549 [15], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 6.5 of 3GPP TS 29.549 [15].
-	The <apiName> shall be "sdd-trans".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 6.5 of 3GPP TS 29.549 [15].
NOTE:	When 3GPP TS 29.122 [2] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 6.15, the SEALDD Server takes the role of the SCEF and the service consumer takes the role of the SCS/AS.
* * * * Next changes * * * *
[bookmark: _Toc96843428][bookmark: _Toc96844403][bookmark: _Toc100739976][bookmark: _Toc129252549][bookmark: _Toc144024247][bookmark: _Toc148176960][bookmark: _Toc151379424][bookmark: _Toc151445605][bookmark: _Toc160470687][bookmark: _Toc160472318]6.4.3.3.3.2	PUT
The HTTP PUT method allows a service consumer to request the update of an existing "Individual Transmission Quality Measurement Subscription" resource at the SEALDD Server.
This method shall support the URI query parameters specified in table 6.4.3.3.3.2-1.
Table 6.4.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.3.3.2-2 and the response data structures and response codes specified in table 6.4.3.3.3.2-3.
Table 6.4.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TransQualMeasSubsc
	M
	1
	Represents the updated representation of the "Individual Transmission Quality Measurement Subscription" resource.



Table 6.4.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TransQualMeasSubsc
	M
	1
	200 OK
	Successful case. The "Individual Transmission Quality Measurement Subscription" resource is successfully updated and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Transmission Quality Measurement Subscription" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEALDD Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEALDD Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP PUT method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.
NOTE 2:	Failure causes are described in clause 6.42.7.



Table 6.4.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative SEALDD Server.



Table 6.4.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative SEALDD Server.



[bookmark: _Toc144024248][bookmark: _Toc148176961][bookmark: _Toc151379425][bookmark: _Toc151445606][bookmark: _Toc160470688][bookmark: _Toc160472319]* * * * Next changes * * * *
6.4.3.3.3.3	PATCH
The HTTP PATCH method allows a service consumer to request the modification of an existing "Individual Transmission Quality Measurement Subscription" resource at the SEALDD Server.
This method shall support the URI query parameters specified in table 6.4.3.3.3.3-1.
Table 6.4.3.3.3.3-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.3.3.3-2 and the response data structures and response codes specified in table 6.4.3.3.3.3-3.
Table 6.4.3.3.3.3-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TransQualMeasSubscPatch
	M
	1
	Represents the parameters to request the modification of the "Individual Transmission Quality Measurement Subscription" resource.



Table 6.4.3.3.3.3-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TransQualMeasSubsc
	M
	1
	200 OK
	Successful case. The "Individual Transmission Quality Measurement Subscription" resource is successfully modified and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Transmission Quality Measurement Subscription" resource is successfully modified and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEALDD Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEALDD Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.
NOTE 2:	Failure causes are described in clause 6.42.7.



Table 6.4.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative SEALDD Server.



Table 6.4.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative SEALDD Server.



* * * * Next changes * * * *
[bookmark: _Toc144024255][bookmark: _Toc148176968][bookmark: _Toc151379432][bookmark: _Toc151445613][bookmark: _Toc160470695][bookmark: _Toc160472326]6.4.3.4.3.1	GET
The HTTP GET method allows a service consumer to retrieve Historical Transmission Quality Measurement Report(s) from the SEALDD Server.
This method shall support the URI query parameters specified in table 6.4.3.4.3.1-1.
Table 6.4.3.4.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	app-traffic-ids
	array(string)
	M
	1
	Contains the identifier(s) of the targeted application traffic. This can be in the form of e.g., VAL Service ID, VAL Server ID.
	

	val-group-id
	string
	O
	0..1
	Contains the identity of the VAL group to which the request is related.

(NOTE)
	

	val-ue-ids-list
	array(string)
	O
	1..N
	Contains the list of the identifier(s) of the VAL UE(s) to which the request is related.

(NOTE)
	

	all-val-ues
	boolean
	O
	0..1
	Indicates that the request is related to all VAL UE(s) of the application traffic identified by the application traffic identifier(s) provided within the "appTrafficIds" attribute.

-	"true" indicates that the request is related to all VAL UE(s).
-	"false" indicates that the request is not related to all VAL UE(s).
-	The default value when this query parameter is omitted is "false".

(NOTE)
	

	supp-feat
	SupportedFeatures
	O
	0..1
	Contains the list of supported features among the ones defined in clause 6.4.8.

This query parameter shall be present only when feature negotiation needs to take place.
	

	NOTE:		The "val-group-id" query parameter, the "val-ue-ids-list" query parameter, and when set to "true", the "all-val-ues" query parameter are mutually exclusive. Either one of them may be present.



This method shall support the request data structures specified in table 6.4.3.4.3.1-2 and the response data structures and response codes specified in table 6.4.3.4.3.1-3.
Table 6.4.3.4.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.4.3.4.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	HistTransQualMeasReports
	M
	1
	200 OK
	Successful case. The requested Historical Transmission Quality Measurement Report(s) shall be returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEALDD Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEALDD Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.
NOTE 2:	Failure causes are described in clause 6.42.7.



Table 6.4.3.4.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative SEALDD Server.



Table 6.4.3.4.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative SEALDD Server.



* * * * End of changes * * * *
