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	For below LMF handling, the yellow text is duplicated and one should be removed:
" The LMF initiates the user plane connection establishment procedure by sending the USER PLANE CONNECTION ESTABLISHMENT COMMAND message to the UE and starts the T5012 timer, (see example in figure 6.2.1.1.2.1). The LMF shall:
a)	create the USER PLANE CONNECTION ESTABLISHMENT COMMAND message;
b)	send the USER PLANE CONNECTION ESTABLISHMENT COMMAND message to the UE; and
c)	start a timer T5012 upon sending the USER PLANE CONNECTION ESTABLISHMENT COMMAND message.".


	
	

	Summary of change:
	It proposes to remove the duplicated LMF handling on starting timer T5012 in the LMF initiates the user plane connection establishment procedure.
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The LMF initiates the user plane connection establishment procedure by sending the USER PLANE CONNECTION ESTABLISHMENT COMMAND message to the UE and starts the T5012 timer, (see example in figure 6.2.1.1.2.1). The LMF shall:
a)	create the USER PLANE CONNECTION ESTABLISHMENT COMMAND message;
b)	send the USER PLANE CONNECTION ESTABLISHMENT COMMAND message to the UE; and
c)	start a timer T5012 upon sending the USER PLANE CONNECTION ESTABLISHMENT COMMAND message.


Figure 6.2.1.1.2.1: User plane connection establishment procedure
* * * End of Change * * * *
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