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[bookmark: _Hlk61529092]* * * First Change * * * *

[bookmark: _Toc23083]9.3.2.1.2	IMS bootstrap data channel setup in conjunction with MMTel session setup
[bookmark: _Hlk141261619]If the UE initiates an MMTel session with IMS data channels, the UE:
1)	shall generate an initial INVITE request in accordance with 3GPP TS 24.229 [9] and 3GPP TS 24.173 [10]; 
2)	shall include the media feature tag defined in IETF RFC 5688 [5] for supported streaming media type with +sip.app-subtype="webrtc-datachannel" as specified in 3GPP TS 26.114 [4] in the Contact header field; 
3)	may include an Accept-Contact header field containing the "sip.app-subtype" media feature tag defined in IETF RFC 5688 [5] with a value of "webrtc-datachannel" as specified in 3GPP TS 26.114 [4]; and
4)	if the configuration described in clause 9.3.2.1.1, allows the establishment of bootstrap data channels simultaneously with the setup of the MMTel session, shall include an SDP offer containing the media descriptions for the MMTel media according 3GPP TS 24.173 [10] and data channel media description(s) for both the local and remote bootstrap data channel(s) in accordance with 3GPP TS 26.114 [4].


* * * Next Change * * * *

9.3.2.1.3.1	IMS bootstrap data channel establishment
If the UE wants to establish a bootstrap data channel, the UE shall take into account the data channel configuration as specified in clause 9.3.2.1.1, and if the UE determines that the configuration allows the establishment of IMS data channels after the establishment of the MMTel session, the UE shall:
1)	generate a re-INVITE request in accordance with 3GPP TS 24.229 [9] and 3GPP TS 24.173 [10]; 
2)	include the media feature tag defined in IETF RFC 5688 [5] for supported streaming media type with +sip.app-subtype="webrtc-datachannel" as specified in 3GPP TS 26.114 [4] in the Contact header field; and
3)	include an updated SDP offer that contains data channel media description(s) for both the local and remote bootstrap data channel(s) according to 3GPP TS 26.114 [4].
Upon receiving a re-INVITE request to establish a bootstrap data channel, the procedure defined in clause 9.3.3.1.3.1 applies.

* * * End of Changes * * * *

