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8.x	Inter-PLMN Service Continuity Notification APIs
8.x.1	NotifySliceModified API
8.x.1.1	Introduction
The Nsnsce_NotifySliceModified service shall use the NotifySliceModified API.
The API URI of the NotifySliceModified API shall have the resource URI structure as defined in clause 5.2.4 of 3GPP TS 29.122 [X]:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
where:
a)	{apiRoot} shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [X];
b)	<apiName> shall be "su_nsc";
c)	<apiVersion> shall be "v1"; and
d)	<apiSpecificSuffixes> shall be set as described in clause 8.x.1.3.
8.x.1.2	Usage of HTTP
8.x.1.2.1	General
For NotifySliceModified API, support of HTTP/1.1 (IETF RFC 9110 [8], IETF RFC 9111 [8A] and IETF RFC 9112 [8B]) over TLS is mandatory and support of HTTP/2 (IETF RFC 9113 [8C]) over TLS is recommended.
A functional entity desiring to use HTTP/2 shall use the HTTP upgrade mechanism to negotiate applicable HTTP version as described in IETF RFC 9113 [8C].
8.x.1.2.2	Content type
The bodies of HTTP request and successful HTTP responses shall be encoded in JSON format (see IETF RFC 8259 [10]).
The MIME media type that shall be used within the related Content-Type header field is "application/json", as defined in IETF RFC 8259 [10].
8.x.1.3	Resources
There are no resources defined for this API in this release of the specification.
8.x.1.4	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
8.x.1.5	Notifications
8.x.1.5.1	Overview
Table 8.x.1.5.1-1 provides an overview of the notificiation and applicable HTTP method.
Table 8.x.1.5.1-1: Notification overview
	Notification
	Callback URI
	HTTP method
	Description

	Notify_Slice_Modification
	{Callback-URI}
(NOTE)
	POST
	This service operation enables a NSCE Server to notify a previously subscribed service consumer on inter-PLMN application service continuity event(s)

	NOTE: 	The Callback-URI is not provided by NF service consumer via NotifySliceModified API, it is provided during the the configuration update event subscription message specified in 3GPP TS 24.546 [3A] clause 6.2.2.1.2 and clause A.1.2;



8.x.1.5.2	Notify_Slice_Modification
8.x.1.5.2.1	Description
The Notify_Slice_Modification is used by the SNSCE-S to notify the SNSCE-C VAL UE to identify a slice modification related to a VAL application when moving into target service area of target PLMN.
8.x.1.5.2.2	Target URI
The Callback URI "{Callback-URI}" shall be used with the callback URI variables defined in table 8.x.1.5.2.2-1.
Table 8.x.1.5.2.2-1: Callback URI variables
	Name
	Definition

	Callback-URI
	The Callback-URI of SNSCE-C VAL UE to identify a slice modification related to a VAL application when moving into target service area of target PLMN. The Callback-URI is not provided by NF service consumer via NotifySliceModified API, it is provided during the the configuration update event subscription message specified in 3GPP TS 24.546 [3A] clause 6.2.2.1.2 and clause A.1.2;



8.x.1.5.2.3	Standard Methods
8.x.1.5.2.3.1	POST
This method shall support the request data structures specified in table 8.x.1.5.2.3.1-1 and the response data structures and response codes specified in table 8.x.1.5.2.3.1-2.
Table 8.x.1.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	NotifySliceMod
	M
	1
	Client side parameters for Inter-PLMN Service Continuity Notification.



Table 8.x.1.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The notification is treated successfully.



8.x.1.6	Data model
8.x.1.7	Error Handling
8.x.1.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [X].
In addition, the requirements in the following clauses shall apply.
8.x.1.7.2	Protocol Errors
In this release of the specification, there are no additional protocol errors applicable for the NotifySliceModified API.
8.x.1.7.3	Application Errors
The application errors defined for NotifySliceModified API are listed in table 8.x.1.7.3-1.
Table 8.x.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability

	
	
	
	



8.x.1.8	Feature Negotiation
General feature negotiation procedures are defined in clause 5.2.7 of 3GPP TS 29.122 [X]. Table 8.x.1.8-1 lists the supported features for NotifySliceModified API.
Table 8.x.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



8.x.1.9	Security
8.x.1.9.1	General
Usage of HTTP over TLS and the TLS profiles shall be as specified in clause 5.1.1.4 of 3GPP TS 33.434 [W].
* * * End of Changes * * * *

