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*** First Change ***
[bookmark: _Toc160446420][bookmark: _Toc160532699]7.1.3.3.3.1	DELETE
This method shall support the URI query parameters specified in table 7.1.3.3.3.1-1.
Table 7.1.3.3.3.1-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.1.3.3.3.1-2 and the response data structures and response codes specified in table 7.1.3.3.3.1-3.
Table 7.1.3.3.3.1-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.1.3.3.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The individual application performance event subscription matching the appPerfId is deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] also apply.



Table 7.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.



Table 7.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.




*** Next Change ***
[bookmark: _Toc160446428][bookmark: _Toc160532707]7.1.3.4.4.2	Fetch
This custom operation is for the ADAES to request the ADAEC the UE-to-UE session performance analytics and shall support the URI query parameters specified in table 7.1.3.4.4.2-1.
Table 7.1.3.4.4.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This custom operation shall support the request data structures specified in table 7.1.3.4.4.2-2 and the response data structures and response codes specified in table 7.1.3.4.4.2-3.
Table 7.1.3.4.4.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	Ue2UePerfReq
	M
	1
	ADAES requests ADAEC for the UE-to-UE session performance analytics



Table 7.1.3.4.4.2-3: Data structures supported by the POST Response Body on this resource
	[bookmark: _Hlk145471954]Data type
	P
	Cardinality
	Response
codes
	Description

	Ue2UePerfResp
	M
	1
	200 OK
	ADAEC responses ADAES the UE-to-UE session performance analytics

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] shall also apply.



Table 7.1.3.4.4.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.



Table 7.1.3.4.4.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.




*** Next Change ***
[bookmark: _Toc160446439][bookmark: _Toc160532718]7.1.3.6.3.1	DELETE
This method shall support the URI query parameters specified in table 7.1.3.6.3.1-1.
Table 7.1.3.6.3.1-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.1.3.6.3.1-2 and the response data structures and response codes specified in table 7.1.3.6.3.1-3.
Table 7.1.3.6.3.1-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.1.3.6.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The individual edge load data collection event subscription matching the edgeLdId is deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] also apply.



Table 7.1.3.6.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.



Table 7.1.3.6.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.




*** Next Change ***
[bookmark: _Toc160446449][bookmark: _Toc160532728]7.1.3.7.4.3	Operation: PULL Service Experience Information
This operation is used by the ADAES to pull the service experience information report from the ADAEC and shall support the URI query parameters specified in table 7.1.3.7.4.3-1.
Table 7.1.3.7.4.3-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 7.1.3.7.4.3-2 and the response data structures and response codes specified in table 7.1.3.7.4.3-3.
Table 7.1.3.7.4.3-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	PullSrvExpInfo
	M
	1
	Request for the report on the service experience information



Table 7.1.3.7.4.3-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SrvExpInfoRep
	M
	1
	200 OK
	Successfully obtaining the report on the service experience information

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAEC.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] shall also apply.



Table 7.1.3.7.4.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.



Table 7.1.3.7.4.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAEC.




*** Next Change ***
[bookmark: _Toc160446460][bookmark: _Toc160532739]7.1.4.2.2	Notification definition
[bookmark: _Hlk149903265]The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.1.4.2.2-1.
[bookmark: _Hlk149903494]Table 7.1.4.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the VAL performance analytics, this method shall support the request data structures specified in table 7.1.4.2.2-2 and the response data structures and response codes specified in table 7.1.4.2.2-3.
[bookmark: _Hlk149903622]Table 7.1.4.2.2-2: Data structures supported by the POST Request Body on this resource
	[bookmark: _Hlk149903745]Data type
	P
	Cardinality
	Description

	AppPerfNotif
	M
	1
	Notification information of the VAL performance analytics.



[bookmark: _Hlk149903640]Table 7.1.4.2.2-3: Data structures supported by the POST Response Body on this resource
	[bookmark: _Hlk149903794]Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Notification for the VAL performance analytics event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative ADAES where the notification should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative ADAES where the notification should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] shall also apply.



Table 7.1.4.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative ADAES towards which the notification should be redirected.



Table 7.1.4.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative ADAES towards which the notification should be redirected.




*** Next Change ***
[bookmark: _Toc160446463][bookmark: _Toc160532742]7.1.4.3.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.1.4.3.2-1.
Table 7.1.4.3.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the edge load data collection, this method shall support the request data structures specified in table 7.1.4.3.2-2 and the response data structures and response codes specified in table 7.1.4.3.2-3.
Table 7.1.4.3.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EdgeNotif
	M
	1
	Notification information of edge load data collection event



Table 7.1.4.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Notification for the edge load data collection event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative ADAES where the notification should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative ADAES where the notification should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] shall also apply.



Table 7.1.4.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative ADAES towards which the notification should be redirected.



Table 7.1.4.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative ADAES towards which the notification should be redirected.




*** Next Change ***
[bookmark: _Toc160446466][bookmark: _Toc160532745]7.1.4.4.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.1.4.4.2-1.
Table 7.1.4.4.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the service experience information, this method shall support the request data structures specified in table 7.1.4.4.2-2 and the response data structures and response codes specified in table 7.1.4.4.2-3.
Table 7.1.4.4.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SrvExpInfoRep
	M
	1
	Notification of service experience information report



Table 7.1.4.4.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	M
	1
	204 (No Content)
	Notification of the service experience information report is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative ADAES where the notification should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative ADAES where the notification should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] shall also apply.



Table 7.1.4.4.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative ADAES towards which the notification should be redirected.



Table 7.1.4.4.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative ADAES towards which the notification should be redirected.




*** End of Changes ***

