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[bookmark: _Toc157435140][bookmark: _Toc157436855][bookmark: _Toc157440695][bookmark: _Toc160650485][bookmark: _Toc161903195]6.18.6.2.2	Type: NwSliceAllocReq
Table 6.18.6.2.2-1: Definition of type NwSliceAllocReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valServiceId
	string
	M
	1
	[bookmark: _Hlk157008801]Represents the VAL service identifier.
	

	valUeIds
	array(string)
	O
	1..N
	[bookmark: _Hlk157008819]Represents the list of VAL UEs ID.
	

	locArea
	ServArea
	M
	1
	Identification of location area to which the request applies.
	

	sliceId
	NetSliceId
	O
	0..1
	Represents the requested slice identifier.
	

	nwSliceServProf
	ServiceProfile
	O
	0..1
	Represents the requested Network slice service requirements.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 6.18.8.

This attribute shall be present only when feature negotiation needs to take place.
	



Editor's Note:	The usage of ServiceProfile data type is FFS.
* * * * Next change * * * *
[bookmark: _Toc160650486][bookmark: _Toc161903196]6.18.6.2.3	Type: NwSliceAllocResp
Table 6.18.6.2.3-1: Definition of type NwSliceAllocResp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	Represents the identifier of the allocated network slice.
	

	nwSliceAllocProf
	ServiceProfile
	M
	1
	Represents the allocated network slice attributes.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 6.18.8.

This attribute shall be present only when feature negotiation needs to take place.
	



Editor's Note:	The usage of ServiceProfile data type is FFS.
* * * * End of changes * * * *

