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* * * * Start of Change * * * *
[bookmark: _Toc175762023][bookmark: _Toc101521692][bookmark: _Toc138761973][bookmark: _Toc145708188][bookmark: _Toc160570693][bookmark: _Toc162008289][bookmark: _Toc175761750]9.4.6.2.2	Type: ServProvReq
Table 9.4.6.2.2-1: Definition of type ServProvReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	federationInfo
	array(FederationInfo)
	O
	1..N
	Contains list of federation agreements related information.
	

	acProfs
	array(ACProfile)
	O
	1..N
	Contains the AC profile(s) information indicating the required service(s).

(NOTE 1)
	

	appInfos
	array(AppInfo)
	O
	1..N
	Contains the list of application information.

(NOTE 1, NOTE 2)
	EdgeApp_3

	connInfo
	array(ConnectivityInfo)
	O
	1..N
	Contains the set(s) of connectivity information where the services are required.
	

	locInfo
	LocationInfo
	O
	0..1
	Contains the location information of the concerned UE.

(NOTE 2)
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 9.4.8.

This attribute shall be present only when feature negotiation needs to take place.
	

	NOTE 1:	When the feature "EdgeApp_3" feature is supported, only one of these attributes may be present.
[bookmark: _GoBack]NOTE 2:	When the "appInfos" attribute is present, then the "expGeoAreas" attribute within the "appInfos" attribute should take precedence over "locInfo" attribute.



* * * * End of Change * * * *

