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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc120652761][bookmark: _Toc129205547][bookmark: _Toc129244366][bookmark: _Toc136530135][bookmark: _Toc136614732][bookmark: _Toc148460853][bookmark: _Toc151914850][bookmark: _Toc175738968][bookmark: _Toc175760055][bookmark: _Toc105574886][bookmark: _Toc28012458][bookmark: _Toc36038416][bookmark: _Toc45133686][bookmark: _Toc51762440][bookmark: _Toc59017012][bookmark: _Toc129338932][bookmark: _Toc169692611]4.2.2.2.1.3	Provisioning of ProSe Policy
When the UE registers to the network and the UE supports 5G ProSe, if the AMF receives from the UE the 5G ProSe Capability in the Registration Request message, the UE is authorized to use 5G ProSe service based on the UE's subscription information and the "ProSe" feature defined in clause 5.8 is supported, the AMF further reports to the PCF this 5G ProSe Capability of the UE within the "proSeCapab" attribute, as per the procedures defined in clause 4.2.2.1. When the UE disables/enables a 5G ProSe capability, the AMF further reports to the PCF the updated 5G ProSe capabilities of the UE within the "proSeCapab" attribute, as per the procedures defined in clause 4.2.3.1. The PCF may determine the support of 5G ProSe based on the received UE's 5G ProSe Capability, the service specific parameter information retrieved from the UE's Application Data in the UDR as defined in clause 6.2.15 of 3GPP TS 29.519 [17] and the operator's policy.
After UE registration, if the UE does not have valid ProSeP, the UE includes a "UE POLICY PROVISIONING REQUEST" message defined in clause 7.2.1.1 of 3GPP TS 24.554 [28] during theNAS transport procedure. The PCF may either reject the request by sending back a "UE POLICY PROVISIONING REJECT" message defined in clause 7.2.2.1 of 3GPP TS 24.587 [24] or provision the policy, as defined in clause 4.2.2.2.1, based on the service specific parameter information retrieved from the UE's Application Data in the UDR as defined in clause 6.2.15 of 3GPP TS 29.519 [17] and the operator's policy. 
For both scenarios mentioned above, in the roaming case, the H-PCF may include the ProSeP within the "uePolicy" attribute in the policy association create and update response to the V-PCF and in the policy association update request initiated by the H-PCF.
In the roaming or non-roaming case, the (V-)PCF shall use the Namf_Communication_N1N2MessageTransfer service operation defined in clause 5.2.2.3.1 of 3GPP TS 29.518 [14] to send the ProSeP to the UE.
NOTE:	In this release of the specification, for SNPN scenarios, 5G ProSeP management does not support inter-SNPN operation and ProSeP can only be derived and provisioned by the PCF of the subscribed SNPN.
*** End of Changes ***
