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	Reason for change:
	Editor note in TS 31.102 is causing ambiguity and not refering to latest CT1 specification for the details of SUCI calculation procedures for 5G NSWO.


	
	

	Summary of change:
	Old editor note in TS 31.102 is removed and correct specification reference with clause details updated.


	
	

	Consequences if not approved:
	CT1 and CT6 specification remains out of sync. With TS 31.102 missing the latest, correct reference to CT1 and SA3 specifications.
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***** First change *****
[bookmark: _Toc11053133][bookmark: _Toc20391973][bookmark: _Toc27773941][bookmark: _Toc36474366][bookmark: _Toc36477725][bookmark: _Toc44930618][bookmark: _Toc50965388][bookmark: _Toc57102156][bookmark: _Toc162542085]5.3.47	SUCI Calculation information procedure
Requirement:	"SUCI calculation is to be performed by the ME" (i.e. Service n°124 is "available"and Service n°125 is not "available").
Request:	As part of the SUCI calculation performed by the ME, the ME performs the reading procedure with EFSUCI_Calc_Info.

[bookmark: _Toc11053134][bookmark: _Toc20391974][bookmark: _Toc27773942][bookmark: _Toc36474367][bookmark: _Toc36477726][bookmark: _Toc44930619][bookmark: _Toc50965389][bookmark: _Toc57102157][bookmark: _Toc162542086]5.3.48	SUCI Calculation by the USIM procedure
Requirement:	"SUCI calculation is performed by the USIM" (i.e. Service n°124 and Service n°125 are "available").
Request:	The ME uses the GET IDENTITY command in SUCI context to retrieve the SUCI calculated by the USIM
Following procedures apply for 5G NSWO authentication as per 3GPP TS 24.502 [117] clause 6.3a.
-	If "5G NSWO support" is activated (i.e. Service nº142 is "available"), the ME shall use the GET IDENTITY command in the SUCI 5G NSWO context to retrieve the SUCI calculated by the USIM.
-	if USIM service 142 is not available and if the SUPI type is IMSI, the ME shall use the GET IDENTITY command in the SUCI context to retrieve the SUCI calculated by the USIM and contruct the SUCI in the NAI format as below.

-	The ME shall construct the realm part of the SUCI using the Home Network Identifier in the SUCI retrieved from the USIM as specified in TS 23.003 [25].
-	The ME shall construct the username part of the SUCI using the complete SUCI excluding the Home Network Identifier received from the USIM.
Editors note:	CT1 needs to update TS 24.502 [117] on how the ME shall format the SUCI to include the realm part of the SUCI for 5G NSWO. Reference to the clause in 24.502 [117] shall be added here once it is updated.
[bookmark: _Toc11053135][bookmark: _Toc20391975][bookmark: _Toc27773943][bookmark: _Toc36474368][bookmark: _Toc36477727][bookmark: _Toc44930620][bookmark: _Toc50965390][bookmark: _Toc57102158][bookmark: _Toc162542087]5.3.49	Control plane-based Steering of Roaming related procedures
If service n°127 is "available" in the USIM Service Table, the Registration Accept shall contain control plane based Steering of Roaming information during the initial registration procedure in a VPLMN.
The control plane-based Steering of Roaming procedure and the related information from the HPLMN are specified in 3GPP TS 23.122 [31].
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