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1 [bookmark: _Toc132734390][bookmark: _Toc122434485]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk49 related to the title of this CR.
Contact:  Bhise Parikshit
parikshit.bhise@rohde-schwarz.com
2 [bookmark: _Toc122434488][bookmark: _Toc132734391][bookmark: _Toc295288959]Corrections required
2.1 [bookmark: _Toc106975634][bookmark: _Toc122623878][bookmark: _Toc109680267][bookmark: _Toc132734392][bookmark: _Toc325725665][bookmark: _Toc122434493][bookmark: _Toc295288970]Change 1
	Function name
	fl_TC_22_5_1_Body()

	Reason for change
	According to the Chapter 5.4.2.4 in 24.301, the value of eKSI should be different for new authentication procedure.

In preamble procedure, there is already do the first authentication procedure.So at step 1, the value of eKSI in AUTHENTICATION REQUEST should not be reused.

	Summary of change
	At step1, increase the eKSI value in AUTHENTICATION REQUEST

	TTCN module
	NBIOT_NAS_Authentication_Security.ttcn



	function fl_TC_22_5_1_Body() runs on NBIOT_PTC
 {
    var float v_NoReactionTime := 30.0;
    var GutiParameters_Type v_GutiParams := f_NBIOT_CellInfo_GetGuti(nbiot_Cell1);
    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_GutiParams.PLMN_Identity);
    var NBIOT_SecurityParams_Type v_SecurityParams := f_NBIOT_Security_Get();
    var B32_128_Type v_ReceivedRES;
    var NB_SRB_COMMON_IND v_ReceivedAsp;
    var NBIOT_SecurityParams_Type v_SecurityParams_MACerror;
    var float v_T3418Val := f_NBIOT_SetTimerToleranceMax(nasTimer, 260.0 ); // @sic R5s180465 sic@
    var template (value) NB_CellPowerList_Type v_CellPowerList;
    
    timer t_Wait;

    //@siclog "Step 1" siclog@
    //The SS transmits an AUTHENTICATION REQUEST message.
    SRB.send(cas_NB_SRB1bis_NasPdu_REQ(nbiot_Cell1,
                                       cs_TimingInfo_Now,
                                       cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cs_AUTHENTICATION_REQUEST(v_SecurityParams.KSIasme,
                                                                                v_SecurityParams.AuthParams.RandValue,
                                                                                v_SecurityParams.AuthParams.AUTN))));
    //@siclog "Step 2" siclog@    
    …………………… 
  }


After Change:

	function fl_TC_22_5_1_Body() runs on NBIOT_PTC
 { 
    var float v_NoReactionTime := 30.0;
    var GutiParameters_Type v_GutiParams := f_NBIOT_CellInfo_GetGuti(nbiot_Cell1);
    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_GutiParams.PLMN_Identity);
    var NBIOT_SecurityParams_Type v_SecurityParams := f_NBIOT_Security_Get();
    var B32_128_Type v_ReceivedRES;
    var NB_SRB_COMMON_IND v_ReceivedAsp;
    var NBIOT_SecurityParams_Type v_SecurityParams_MACerror;
    var float v_T3418Val := f_NBIOT_SetTimerToleranceMax(nasTimer, 260.0 ); // @sic R5s180465 sic@
    var template (value) NB_CellPowerList_Type v_CellPowerList;
    
    timer t_Wait;

    v_SecurityParams := f_NBIOT_Authentication_InitNAS(v_SecurityParams, v_PLMN);    //WI=1263632
    
    //@siclog "Step 1" siclog@
    //The SS transmits an AUTHENTICATION REQUEST message.
    SRB.send(cas_NB_SRB1bis_NasPdu_REQ(nbiot_Cell1,
                                       cs_TimingInfo_Now,
                                       cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cs_AUTHENTICATION_REQUEST(v_SecurityParams.KSIasme,
                                                                                v_SecurityParams.AuthParams.RandValue,
                                                                                v_SecurityParams.AuthParams.AUTN))));
//@siclog "Step 2" siclog@ 
…………………………
  }




