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This message is sent by the SS.
Table 5.5.2.4-1: SIP INFO
	Derivation Path: TS 24.229 [16], clause A.2.1.4.6, A.2.2.4.6

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Method
	"INFO"
	
	
	

	  Request-URI
	same URI as the UE has sent earlier in the Contact header of a response within the same dialog
	
	
	

	  Request-URI
	px_MCPTT_Client_A_ID
	
	
	

	
	px_MCVideo_Client_A_ID
	
	
	MCVIDEO

	
	px_MCData_Client_A_ID
	
	
	MCDATA

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	same as specified for INVITE sent by the SS in Table 5.5.2.5.2-1 with updated via-branches
	
	RFC 3261 [22]
RFC 3581 [55]
	

	Via
	
	
	RFC 3261 [22] 
RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	Value starting with 'z9hG4bK'
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	Same URI of the SS as used earlier in the dialog
	Remote URI of the dialog (from the UE's point of view)
	
	

	  tag
	Same tag of the SS as used earlier in the dialog
	Remote tag of the dialog (from the UE's point of view)
	
	

	  addr-spec
	px_MCPTT_Client_A_ID
	
	
	

	
	px_MCVideo_Client_A_ID
	
	
	MCVIDEO

	
	px_MCData_Client_A_ID
	
	
	MCDATA

	  tag
	"1"
	
	
	

	To
	
	
	RFC 3261 [22]
RFC 5031 [54]
	

	  addr-spec
	Same URI of the UE as used earlier in the dialog
	Local URI of the dialog (from the UE's point of view)
	
	

	  tag
	Same tag of the UE as used earlier in the dialog
	Local tag of the dialog (from the UE's point of view)
	
	

	  addr-spec
	tsc_MCPTT_PublicServiceId_A
	
	
	

	
	tsc_MCVideo_PublicServiceId_A
	
	
	MCVIDEO

	
	tsc_MCData_PublicServiceId_A
	
	
	MCDATA

	Call-ID
	
	
	RFC 3261 [22]
	

	  Callid
	Same value as used in the INVITE initiating the dialogsame value as in the INVITE
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	value of CSeq sent by the SS within its previous request in the same dialog but increased by one
	
	
	

	  Method
	"INFO"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"7068"
	The recommended initial value is 70 in RFC 3261.
Assuming 2 hops as according to the Via header this results in a value of 68 in the message sent to the UE.
Editor's Note: to be changed to realistic value taking into account number of hops
	
	

	Info-Package
	
	
	RFC 6086 [131]
	

	  name
	“g.3gpp.mcptt-info”
	
	
	MCPTT

	
	“g.3gpp.mcvideo-info”
	
	
	MCVIDEO

	
	“g.3gpp.mcdata-info”
	
	
	MCDATA

	  params
	not present
	
	
	

	Content-Type
	
	
	RFC 5621 [58]
	

	  media-type
	"multipart/mixed"
	
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	length of message body
	
	
	

	Message Body
	any allowed value
	
	
	

	  MIME body part
	
	MCPTT/MCVideo/MCData Info
	
	

	    MIME-part-headers
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	MCPTT

	
	"application/vnd.3gpp.mcvideo-info+xml"
	
	
	MCVIDEO

	
	"application/vnd.3gpp.mcdata-info+xml"
	
	
	MCDATA

	      Content-ID
	Unique id in format of a Message-ID assigned by the SS
	Unique URL identifying the MCPTT/MCVideo/MCData Info XML MIME body; used as reference in the signature MIME body
	TS 24.379 [9] clause 6.6.3.1
	

	    MIME-part-body
	MCPTT-Info as described in Table 5.5.3.2.2-1
	
	TS 24.379 [9] clause F.1
	MCPTT

	
	MCVideo-Info as described in Table 5.5.3.2.2-2
	
	TS 24.281 [86] clause F.1
	MCVIDEO

	
	MCData-Info as described in Table 5.5.3.2.2-3
	
	TS 24.282 [87] clause D.1.2
	MCDATA

	  MIME body part
	
	Signature
	
	

	    MIME-part-headers
	
	
	
	

	      Content-Type
	"application/vnd.3gpp.mcptt-signed+xml"
	
	TS 24.379 [9]
	

	    MIME-part-body
	Signatures for XML MIME bodies as described in Table 5.5.13.1-2
	
	TS 24.379 [9]
	



Editor’s note: Table 5.5.2.4-1 needs to be reviewed

