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<Start of modified section>
Table 4.1-4a: Applicability of Protocol conformance Mobility and Session management test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	9
	Mobility management
	
	
	

	9.1
	5GS mobility management
	
	
	

	9.1.1
	Primary authentication and key agreement
	
	
	

	9.1.1.1
	EAP based primary authentication and key agreement / EAP-AKA' related procedures
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	9.4.1.2
	NTN / Mobility registration update / supported TACs not part of UE registration area
	Rel-17
	C309
	UEs supporting 5G Core and NR NTN access

	10
	Session management
	
	
	

	10.1
	5GS session management
	
	
	

	10.1.1
	PDU session authentication and authorization
	
	
	

	10.1.1.1
	PDU session authentication and authorization / During the UE-requested PDU session procedure
	Rel-15
	C39A
	UEs supporting 5G Core and additional UE-requested PDU establishment and support of EAP-AKA’ as EAP method for PDU session authentication and authorization

	10.1.1.2
	PDU session authentication and authorization / After the UE-requested PDU session procedure
	Rel-15
	C39A
	UEs supporting 5G Core and additional UE-requested PDU establishment and support of EAP-AKA’ as EAP method for PDU session authentication and authorization

	10.1.2
	Network-requested PDU session modification
	
	
	

	10.1.2.1
	Network-requested PDU session modification / Accepted
	Rel-15
	C21
	UEs supporting 5G Core

	10.1.2.2
	Network-requested PDU session modification / Abnormal / PDU session in state PDU SESSION INACTIVE
	Rel-15
	C39
	UEs supporting 5G Core and additional UE-requested PDU establishment

	10.1.2.3
	Network-requested PDU session modification / new P-CSCF address / Initial IMS registration
	Rel-15
	Cxyz
	UEs supporting 5G Core and capable of being configured to initiate P-CSCF Discovery via PCO

	10.1.3
	Network-requested PDU session release
	
	
	

	10.1.3.1
	Void
	
	
	

	10.1.3.2
	Network-requested PDU session release / Insufficient resources, insufficient resources for specific slice and DNN, abnormal / Invalid PDU session identity
	Rel-15
	C39
	UEs supporting 5G Core and additional UE-requested PDU establishment



<End of modified section>
<Start of modified section>
[bookmark: _Toc146804992]4.2	Protocol conformance test cases applicability conditions
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	…
	
	

	C323
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.6-1/76 THEN R ELSE N/A
	UE supporting 5G Core and NR NTN access and UE supporting location-based triggered measurement reporting (i.e., event D1)

	C324
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.7-1/58 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and No E-UTRA Disabling In 5GS

	Cxyz
	IF A.4.1-5/1 AND [9] A.12/5 THEN R ELSE N/A
	UEs supporting 5G Core and capable of being configured to initiate P-CSCF Discovery via PCO


<End of modified section>
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