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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	2258
	-
	Rel-17
	(NR_RF_FR1_enh-Core) CR to 38.101-1 R17 corrections on Pcmax tolerance for intra-band contiguous CA with UL MIMO
	F
	17.13.0
	RAN4#111
	R4-2407812
	Xiaomi
	NR_RF_FR1_enh-Core
	6.2H.1.4
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.101-1
	2259
	-
	Rel-18
	(NR_RF_FR1_enh-Core) CR to 38.101-1 R18 corrections on Pcmax tolerance for intra-band contiguous CA with UL MIMO
	A
	18.5.0
	RAN4#111
	R4-2407813
	Xiaomi
	NR_RF_FR1_enh-Core
	6.2H.1.4
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.101-1
	2278
	-
	Rel-17
	(NR_RF_FR1_enh-Core) CR to add clarification regarding the configurations of the UL CCs for suffix H - TS38.101-1, Rel-17, Cat-F
	F
	17.13.0
	RAN4#111
	R4-2408227
	Anritsu Limited
	NR_RF_FR1_enh-Core
	
	

	38.101-1
	2312
	1
	Rel-17
	(NR_RF_FR1_enh-Core) CR for TS 38.101-1: Add ACLR requirement for PC2 intra-band non-contiguous UL CA
	F
	17.13.0
	RAN4#111
	R4-2410594
	ZTE Corporation, Sanechips
	NR_RF_FR1_enh-Core
	
	

	38.101-1
	2313
	-
	Rel-18
	(NR_RF_FR1_enh-Core) CR for TS 38.101-1: Add ACLR requirement for PC2 intra-band non-contiguous UL CA
	A
	18.5.0
	RAN4#111
	R4-2408784
	ZTE Corporation
	NR_RF_FR1_enh-Core
	6.5A.2.4.1.2
	TS/TR ... CR ... ; 38.521-1; TS/TR ... CR ... 

	38.101-1
	2314
	1
	Rel-17
	(NR_RF_FR1_enh-Core) CR for TS 38.101-1: Corrections on intra-band UL contiguous CA with UL MIMO for PC3
	F
	17.13.0
	RAN4#111
	R4-2410595
	ZTE Corporation, Sanechips
	NR_RF_FR1_enh-Core
	
	

	38.101-1
	2315
	-
	Rel-18
	(NR_RF_FR1_enh-Core) CR for TS 38.101-1: Corrections on intra-band UL contiguous CA with UL MIMO for PC3
	A
	18.5.0
	RAN4#111
	R4-2408786
	ZTE Corporation, Sanechips
	NR_RF_FR1_enh-Core
	6.2H, 6.3H, 6.4H, 6.5H
	TS/TR ... CR ... ; 38.521-1; TS/TR ... CR ... 

	38.101-1
	2318
	-
	Rel-16
	[NR_RF_FR1-Core] CR to TS 38.101-1: Almost contiguous RB allocations
	F
	16.19.0
	RAN4#111
	R4-2408800
	Qualcomm Inc.
	NR_RF_FR1-Core
	6.2.2
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.101-1
	2319
	-
	Rel-17
	[NR_RF_FR1-Core] CR to TS 38.101-1: Almost contiguous RB allocations
	A
	17.13.0
	RAN4#111
	R4-2408801
	Qualcomm Inc.
	NR_RF_FR1-Core
	6.2.2
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.114
	0013
	-
	Rel-17
	(NR_repeaters-Perf)  CR to TS 38.114 EMC performance criteria R17
	F
	17.5.0
	RAN4#111
	R4-2407855
	ZTE Corporation, Sanechips
	NR_repeaters-Perf
	6.1 & 6.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.114
	0014
	-
	Rel-18
	(NR_repeaters-Perf)CR to TS38.114 repeater EMC performance criteria R18
	A
	18.1.0
	RAN4#111
	R4-2407856
	ZTE Corporation, Sanechips
	NR_repeaters-Perf
	6.1 & 6.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.133
	4483
	-
	Rel-16
	(NR_RF_FR1-Perf) Correction to Rel-16 Tx switching RRM test cases_R16
	F
	16.19.0
	RAN4#111
	R4-2408538
	Huawei, HiSilicon
	NR_RF_FR1-Perf
	A.6.5.7.1, A.6.5.7.2
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4484
	-
	Rel-17
	(NR_RF_FR1-Perf) Correction to Rel-16 Tx switching RRM test cases_R17
	A
	17.13.0
	RAN4#111
	R4-2408539
	Huawei, HiSilicon
	NR_RF_FR1-Perf
	A.6.5.7.1, A.6.5.7.2
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4485
	-
	Rel-18
	(NR_RF_FR1-Perf) Correction to Rel-16 Tx switching RRM test cases_R18
	A
	18.5.0
	RAN4#111
	R4-2408540
	Huawei, HiSilicon
	NR_RF_FR1-Perf
	A.6.5.7.1, A.6.5.7.2
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4486
	-
	Rel-17
	(NR_RF_FR1_enh-Perf) Correction to Rel-17 Tx switching RRM test cases_R17
	F
	17.13.0
	RAN4#111
	R4-2408541
	Huawei, HiSilicon
	NR_RF_FR1_enh-Perf
	A.6.5.7B.1, A.6.5.7B.2, A.6.5.7C.1, A.6.5.7C.2
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4487
	-
	Rel-18
	(NR_RF_FR1_enh-Perf) Correction to Rel-17 Tx switching RRM test cases_R18
	A
	18.5.0
	RAN4#111
	R4-2408542
	Huawei, HiSilicon
	NR_RF_FR1_enh-Perf
	A.6.5.7B.1, A.6.5.7B.2, A.6.5.7C.1, A.6.5.7C.2
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 


