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	Reason for change:
	In RAN1#115, the following updated agreement was made for Rel-18 TEI regarding removing the restriction on scheduling PDSCH after UL grant for the case of PUSCH with repetitions. 
	Agreement (RAN1#115)
Update the previous agreement made RAN1#113 as following,
Agreement
If UCI multiplexing of different priorities is not enabled, the restriction on scheduling PDSCH after UL grant is removed for the case of PUSCH with repetitions except the first repetition
· UE generates Type-1 HARQ-ACK codebook according to the existing specification with the modification of setting the actual ‘ACK/NACK’ value corresponding to PDSCH(s) scheduled after the UL grant.
· UE generates Type-2/3 HARQ-ACK codebook according to the existing specification.
· For Type-2 CB, UL DAI is used for generating HARQ CB.
· This feature is subject to separate UE capabilities for type-1, type-2, and type-3 codebooks. 
· RRC parameter(s) to configure the function of scheduling PDSCH after a UL DCI format and multiplexing associated HARQ on a PUSCH repetition except the first repetition are introduced in Rel-18.
· Note: the number of PUSCH repetitions can be scheduled/configured by gNB.
· Note: same principle of current specification which UL DAI in UL grant is applied to each PUSCH repetition is reused.
· The timeline specified in TS 38.213 Clause 9.2.3 and 9.2.5 are satisfied, i.e. between the last PDSCH and PUCCH,  between the last PDCCH among UL grant /DL grant(s) and the earliest PUCCH or PUSCH.  
· Additional UE capabilities are introduced to support the following functions (UE will be configured by gNB to use the following features via RRC)
· HARQ-ACK codebook size change on a PUCCH slot
· PUCCH time domain resource change on a PUCCH slot
· The above feature cannot be simultaneously enabled with PUCCH carrier switching.



In RAN1#116, RAN1 further made the following conclusion for this issue.
	Conclusion
· The Case 1 and Case 2 in R1-2400675 are supported by existing TEI agreements made in RAN1#115.
· Case 2 in R1-2400675 is supported with UE capability FG 55-4e.



Case 2 in above conclusion has not been correctly reflected in the current specification.  

	
	

	Summary of change:
	Update the currenct specification to reflect case 2 in above conclusion. 

	
	

	Consequences if not approved:
	Incomplete specification that would case unclear UE behavior for case 2 in above conclusion. 
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A UE does not expect to detect a first DCI format having associated HARQ-ACK information without scheduling a PDSCH reception, and indicating a resource for a PUCCH transmission with a HARQ-ACK codebook that would include the HARQ-ACK information in a slot if the UE
-	detects a second DCI format in a PDCCH monitoring occasion, that starts before a PDCCH monitoring occasion for the first DCI format, that schedules a PUSCH transmission in the slot, and 
-	multiplexes the HARQ-ACK codebook in the PUSCH transmission in the slot.
If a UE 
-	is not provided any of enable-Type1-HARQ-ACK-mux-forDLassignmentafterULgrant, or enable-Type2-HARQ-ACK-mux-forDLassignmentafterULgrant, or enable-Type3-HARQ-ACK-mux-forDLassignmentafterULgrant, or 
-	is provided uci-MuxWithDiffPrio, or
-	transmits a PUSCH without repetitions or transmits a first repetition of a PUSCH transmission,
the UE does not expect to detect a first DCI format scheduling a PDSCH reception and indicating a resource for a PUCCH transmission with corresponding HARQ-ACK information that would be included in a HARQ-ACK codebook in a slot if the UE 
-	previously detects a second DCI format scheduling the PUSCH transmission in the slot, and 
-	multiplexes the HARQ-ACK codebook in the PUSCH transmission in the slot. 
If a UE 
-	is provided enable-Type1-HARQ-ACK-mux-forDLassignmentafterULgrant, or enable-Type2-HARQ-ACK-mux-forDLassignmentafterULgrant, or enable-Type3-HARQ-ACK-mux-forDLassignmentafterULgrant, and 
-	is not provided uci-MuxWithDiffPrio, and
-	transmits a repetition of a PUSCH transmission other than a first repetition, 
the UE includes, in a HARQ-ACK codebook, HARQ-ACK information associated with a PDSCH reception scheduled by a first DCI format indicating a first resource for a first PUCCH transmission in a slot, when
-	the UE detects a second DCI format, in a PDCCH monitoring occasion that starts before the PDCCH monitoring occasion for the first DCI format, scheduling a PUSCH transmission in the slot, and
-    the first resource overlaps with one repetition of the PUSCH transmission, and
-	the UE multiplexes the HARQ-ACK codebook in the PUSCH transmission in the slot, and
-	the timeline conditions in clause 9.2.3 for PUCCH resource determination and the timeline conditions of  and  for multiplexing the HARQ-ACK information in the PUSCH, as described in clause 9.2.5, are satisfied, and
-	the first PUCCH resource is the same in the time domain as a second PUCCH resource that UE does not determine a different PUCCH resource in time domain for the PUCCH transmission with the HARQ-ACK information in the slot if the UE is not provided enable-different-PUCCHresource, and 
-    the second PUCCH resource is indicated by the last DL DCI format in a PDCCH monitoring occasion that starts before the PDCCH monitoring occasion for the second DCI format, or 
-    the second PUCCH resource is for the PUCCH transmission with the HARQ-ACK information associated only with SPS PDSCHs, and
-	the UE does not determines that a different size for the HARQ-ACK codebook has the same size with or without after including the HARQ-ACK information associated with the PDSCH reception scheduled by the first DCI format if the UE is not provided enable-different-CBsize. 
<Unchanged parts are omitted>



