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	P9: As to the CFRA resource related information in LTM MAC CE, it is the information similar to those in the legacy PDCCH order triggered RACH, including preamble index, UL/SUL indicator, SSB index, PRACH Mask index (FFS which config is referring to), and FFS on the Msg1 repetition number, and FFS additional info, 


The above agreement is to clarify the requirement of indication information by LTM Cell Switch Command MAC CE while triggering PRACH transmission on a target cell by the MAC-CE. However, the timeline between LTM Cell Switch Command MAC CE triggering a CFRA procedure and PRACH transmission on target cell has not been defined in RAN1 spec yet.

	
	

	Summary of change:
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8.1	Random access preamble
<Unchanged part is omitted>
If a random access procedure is initiated by a PDCCH order, the UE, if requested by higher layers, transmits a PRACH in the selected PRACH occasion, as described in [11, TS 38.321], for which a time between the last symbol of the PDCCH order reception and the first symbol of the PRACH transmission is larger than or equal to  msec, where 
-	 is a time duration of  symbols corresponding to a PUSCH preparation time for UE processing capability 1 [6, TS 38.214] assuming  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH order and the SCS configuration of the corresponding PRACH transmission 
-	 if the active UL BWP does not change, or if a cell indicator field in the PDCCH order indicates a non-serving cell [5, TS 38.212], and  is defined in [10, TS 38.133] otherwise 
-	 msec for FR1 and  msec for FR2
-	 is a switching gap duration as defined in [6, TS 38.214] 
-	 if a cell indicator field in the PDCCH order indicates a serving cell or if cell indicator field is not present, and  is defined in [10, TS 38.133] otherwise
-	 if a cell indicator field in the PDCCH order indicates a serving cell or if cell indicator field is not present, and  is defined in [10, TS 38.133] otherwise
If a random access procedure is initiated by a LTM Cell Switch Command MAC CE, the UE transmits a PRACH in the selected PRACH occasion provided by PRACH Mask index field in the LTM Cell Switch Command MAC CE, for which a time between the last symbol of a PUCCH or PUSCH transmission with HARQ-ACK information for the PDSCH providing the LTM Cell Switch Command MAC CE and the first symbol of the PRACH transmission is larger than or equal to TLTM-RRC-processing + TLTM-processing + Tfirst-RS + TRS-proc + 3  msec, where TLTM-RRC-processing, TLTM-processing, Tfirst-RS and TRS-proc are defined in [10, TS 38.133].
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