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Introduction
Most of the remaining issues on UE features for expanded and improved NR positioning were resolved in previous meetings [1][2]. However, there are still some remaining issues left for carrier phase positioning. In this contribution, we further discuss these remaining issues. 
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Carrier phase positioning related UE features
In RAN1#116 meeting, the following agreements were achieved related to carrier phase positioning UE features [1]:

Agreement: Adopt the following changes highlighted in chromatic fonts, while keeping the yellow highlighting, if any, as shown
	41. NR_pos_enh2
	41-2-5
	Reporting timestamp with OFDM symbol index associated with RSCP measurement and RSCPD measurement
 
	Support of Reporting timestamp with OFDM symbol index associated with RSCP measurement and RSCPD measurement
	At least one of {[41-2-1, 0r 41-2-1a, or 41-2-2, 41-2-2a]}
	No
	N.A.
	Reporting timestamp with OFDM symbol index associated with RSCP measurement and RSCPD measurement is not supported
	Per band
	n/a
	n/a
	n/a
	 Need for location server to know if the feature is supported
	Optional with capability signaling



Agreement: Adopt the following changes highlighted in chromatic fonts, while keeping the yellow highlighting, if any, as shown
	41. NR_pos_enh2
	41-2-6
	Support associating a single Rx-Tx or RSTD measurement with up to N_sample RSCP/RSCPD measurement
	Support associating a single Rx-Tx or RSTD measurement with up to N_sample RSCP/RSCPD measurement
	FFS At least one of {41-2-1, 41-2-1a, or 41-2-2, 41-2-2a}
	No
	N.A.
	The UE can only associate a single Rx-Tx or RSTD measurement with 1 RSCP/RSCPD measurement
	Per band
	N.A.
	N.A.
	N.A.
	Need for location server to know if the feature is supported.
	Optional with capability signaling.






1.1.1 FG 41-2-6 Support associating a single Rx-Tx or RSTD measurement with up to N_sample RSCP/RSCPD measurement
[bookmark: P5]For FG 41-2-6, there is an FFF on the prerequisite feature groups: “FFS At least one of {41-2-1, 41-2-1a, or 41-2-2, 41-2-2a}”. We suggest removing the FFS, since it is clear for a UE that support FG 41-2-6, it needs to support at least one of 41-2-1, 41-2-1a, 41-2-2 and 41-2-2a.
[bookmark: P4]Proposal 1:  For FG 41-2-6, make the following changes:
· FFS At least one of {41-2-1, 41-2-1a, or 41-2-2, 41-2-2a}
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Conclusion
In this contribution, we provide our views on remaining issues on UE features for expanded and improved NR positioning, and have the following proposal:
Proposal 1: For FG 41-2-6, make the following changes:
· FFS At least one of {41-2-1, 41-2-1a, or 41-2-2, 41-2-2a}
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