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[bookmark: _GoBack]

	
	

	Consequences if not approved:
	Parameters in RAN1 spec is not aligned with RAN2’s spec

	
	

	Clauses affected:
	8.4.1.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Impact Analysis:
No backward compatible issue is expected from the CR. 


	
	

	This CR's revision history:
	


Page 1


<omitted text>

[bookmark: _Toc161686798]8.4.1.6.3	Mapping to physical resources
The sequence shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, TS 38.213] and mapped to resources elements  according to 

when the following conditions are fulfilled:
-	the resource element  is within the common resource blocks occupied by the SL PRS resource
and where
-	the comb size  is provided by the higher layer parameter sl-PRS-CombSizeN-AndReOffset for a shared resource pool or sl-CombSize for a decicated resource poolnCombSize
-	the resource-element offset  
-	the frequency offset  is given by Table 8.4.1.6.3-1
-	the starting symbol  is provided by the higher-layer parameter sl-PRS-starting-symbol for a dedicated SL PRS resource pool, or is determined such that the symbols {} are mapped to the last consecutive  symbols in the slot that can be used for SL PRS for a shared SL PRS resource pool as described in clause 8.2.4.1.1 in [6, TS38.214]
-	the number of symbols  is provided by the higher-layer parameter mNumberOfSymbols in a shared resource pool or sl-NumberOfSymbols in a dedicated resource pool and limited to combinations  fulfilling 
-	in a dedicated SL PRS resource pool: {1, 2}, {2, 2}, {2, 4}, {4, 4}, {6, 6}, and combinations with  and  where  
-	in a shared SL PRS resource pool:{1, 1}, {1, 2}, {2, 1}, {2, 2}, {2, 4}, {4, 1}, {4, 2}, {4, 4}
-	the antenna port 
The reference point for  is subcarrier 0 in common resource block 0.
For transmission of an SL PRS in a dedicated SL PRS resource pool, the content of the OFDM symbol immediately preceding the SL PRS resource shall be generated based on 8.4.1.6.2 and mapped to resource elements with
-	the time-domain index  
-	the set of frequency-domain indices  shall be identical to those of the last OFDM symbol in the SL PRS resource 
-	the amplitude scaling factor shall be same as the amplitude scaling factor  of the SL PRS resource.

 

