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1 Introduction
In RAN#103 [1], a revised WID on NR NTN enhancements was endorsed for Release 19. This contribution aims to discuss DL coverage enhancements objective as shown below:
[bookmark: _Hlk153196886]Study and specify if beneficial downlink coverage enhancements targeting support for additional reference satellite payload parameters covering both GSO and NGSO constellations operating in FR1-NTN or FR2-NTN [RAN1, RAN2, RAN4]
· Define additional reference satellite payload parameters assuming power sharing among satellite beams or different satellite beam patterns/size (i.e. wide or narrow) across the satellite footprint, such that satellite beams may not all be simultaneously active or may be active below the nominal EIRP density per satellite beam (see section 6.1.1 in TR 38.821) due to limited power and limited feeder link bandwidth.
· Define the corresponding power sharing assumptions and necessary link level and system level evaluation methodology and relevant KPIs for evaluations of the coverage, to allow for identification of physical channels/signals and system-level aspects that need enhancements and the corresponding needed improvements.
· [bookmark: _Hlk158811080]Study and if needed specify solutions, including link level enhancements for FR1-NTN (e.g. for PDCCH, PDSCH) and/or system level enhancements for FR1-NTN and/or FR2-NTN, allowing dynamic and flexible power sharing between satellite beams or different satellite beam patterns/size (i.e. wide or narrow) across the satellite footprint.
· Notes for this objective:
· SSB channel enhancement is not considered
· Antenna gain of UE shall be assumed to be -5.5dBi in case of smartphone in FR1-NTN, the UE is assumed to be a full duplex UE, and at least 2Rx are considered at the UE
· [bookmark: _Hlk158804277]NGSO to be considered in priority: LEO Set-1 @ 600 km
· Rel-18 network energy saving techniques should be considered as baseline in the system level study

2 Discussion on SSB periodicity
The locations in the time domain where a UE shall monitor for a possible SS/PBCH block are described in clause 4.1 of TS 38.213. We illustrate example of Case A 15 kHz SCS in Figure 1 below. TS 38.211 Table 7.4.3.1-1 specifies the resources within an SS/PBCH block for PSS, SSS, PBCH, and DM-RS for PBCH, where each SSB is 4 symbols. There are 4 SSBs for this case assuming NSSB=4 Beam hopping of SSBs per SSB default periodicity 20 ms. There is one SSB with size 4 symbols per beam. The DM RS for each SSB carry the beam index. There can only be up to 16 active narrow beams to transmit SSB + Common channels. The min C/N for set 1-1, 1-2, set 1-3 is -1.9 dB, -1.9 dB, -9.9 dB respectively. 
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Figure 1: Case A 15 kHz SCS with 4 SSBs for < 3 GHz
We define the following for SSB evaluation:
· [bookmark: _Hlk165372086]Dwell time for common channels for an SSB burst is 10 ms for case A (SCS=15 kHz, < 3 GHz)  common channels Type0-PDCCH, SIB1, Type0A-PDCCH and SIB19 including  NSSB=4 Beam hopping of SSBs per SSB periodicity, X ms. 
· The number of beams served per SSB periodicity, Nbeam,served, per SSB periodicity X ms, is given as Nbeam,served = NSSB *  (X ms / 20 ms) * Nbeam,active  
· Coverage ratio is the ratio of number of beams served and total number of beam, and should be close to 100% to avoid coverage loss. Coverage ratio  = Nbeam,served / Nbeam,total =  (N2+N3)/(N1+N2+N3)    
· Revisit time for common channels for N2+N3 beams for common channels is equal to SSB periodicity X ms. Note that for DL sync and initial cell access, the default SSB periodicity is 20 ms). 
· Efficiency per beam is given as Efficiency = (X ms – dwell_time)/X ms*100
SSB periodicity analysis with narrow beams:
Figure 2 illustrates and example of NSSB=4 Beam hopping of SSBs per SSB periodicity, X=80 ms, with Set 1-2. This allows only 256 narrow beams to be served, with a coverage of 24.2% (=56/1058*100). To achieve 100% coverage, at least SSB periodicity 640 ms is needed.
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Figure 2 Set 1-2, 256 beams, NSSB=4 Beam hopping, SSB periodicity X=80 ms

To cover close to 1058 narrow beams (96.7% coverage with N2+N3=1028 and N1=34), the SSB periodicity must be at least 320 ms. The analysis with SSB periodicities 20 ms, 40 m, 80 ms, 160 ms, 320 ms and 640 ms are summarized in Table 1 below.

	SSB Periodicity X = [20, 40, 80, 160, 320, 640] ms

	Scenario
	Nbeam,total
	Nbeam,active
	Coverage ratio 
	Nbeam,served
	Revisit time for common channels [ms]
	Efficiency per beam

	Set 1-2
	1058
	16
	6.0%, 12.1%, 24.2%, 48.4%, 96.8%, 100%
	64, 128, 256, 512, 1024, > 1058
	20, 40, 80, 160, 320, 640
	50.0%, 75.0%, 87.5%, 93.8%, 96.9%, 98.4%

	Set 1-1
Set 1-3
	1058
	106
	40.1%, 80.2%, 100%, 100%, 100%
	424, > 848, > 1058, > 1058, 1058, > 1058,
	20, 40, 80, 160, 320, 640
	50.0%, 75.0%, 87.5%, 93.8%, 96.9%, 98.4%



Table 1: System-level analysis for set 1-2, 1058 narrow beams


SSB periodicity analysis with wide beams:
With wide beams for set 1-2 with a total 265 wide beams and 16 simultaneously active wide beams. Each wide band can cover 4 narrow beams. To cover close to 265 wide beams (96.6% coverage with N2=256 wide beams covering up to N3=256*4=1024 narrow beams, the SSB periodicity must be at least 80 ms. Coverage 100% is achieved with larger SSB periodicity 160 ms. The analysis with SSB periodicities 20 ms, 40 m, 80 ms, 160 ms, 320 ms and 640 ms are summarized in Table 2 below.

	SSB Periodicity X = [20, 40, 80, 160, 320, 640] ms

	Scenario
	Nbeam,total
	Nbeam,active
	Coverage ratio 
	Nbeam,served
	Revisit time for common channels [ms]
	Efficiency per beam

	Set 1-2
	265=1058/4
	16
	24.2%, 48.3%, 96.6%, 100%, 100%, 100%
	64, 128, 256, >265, > 265, > 265
	20, 40, 80, 160, 320, 640
	50.0%, 75.0%, 87.5%, 93.8%, 96.9%, 98.4%

	Set 1-1
Set 1-3
	265=1058/4
	106
	100%, 100%, 100%, 100%, 100%
	>265, >265, >265, >265, >265. >265
	20, 40, 80, 160, 320, 640
	50.0%, 75.0%, 87.5%, 93.8%, 96.9%, 98.4%


Table 2: System-level analysis for set 1-2, 265 wide beams (each wide beam covers 4 narrow beams)
Based on the above analysis we make the following observations:

[bookmark: _Hlk165377335]Observation 1: For narrow beams with NSSB=4 Beam hopping:
· Set 1-2: SSB periodicity of 320 ms can provide coverage of 96.8% and efficiency per beam of 96.9%.
· Set 1-1/1-3: SSB periodicity of 80 ms can provide coverage of 96.6% and efficiency per beam of 87.5%.

Observation 2:  For wide beam covering 4 narrow beams with NSSB=4 Beam hopping:
· Set 1-2, SSB periodicity of 80 ms can provide coverage of 96.8%  and efficiency per beam of 96.9%.
· Set 1-1/1-3, SSB periodicity of 80 ms can provide coverage of 100%  and efficiency per beam of 87.5%.

Observation 3: Using wide beam covering N narrow beams allows to reduce SSB periodicity by a factor N.

Impact on DL synchronization latency:
In Release-19 NR NTN WID, it is noted that SSB channel enhancement is not considered. For DL synchronization after UE power on and for initial cell access, it is preferred to use cell-defining SSB (CD-SSB) with up to 20 ms (single shot) and up to 4 CD-SSB repetitions over 80 ms (i.e. 4*20 ms). This is to avoid impact on latency, power consumption, and false detection rate considering UE initially coming into coverage of satellite need to blindly try every carrier and SSB rasters. For example, using SSB periodicity of 160 ms with 4 SSB repetitions will require 640 ms on each carrier, SSB raster, and sub carrier spacing. It is preferable to use a short SSB periodicity as possible while not compromising coverage and efficiency per beam.

[bookmark: _Hlk161997673]TS 38.104 Section 5.4.3 specifies the frequency positions of the synchronization block for the synchronization raster that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present. A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSREF with corresponding number Global Synchronization Channel Number (GSCN). The parameters defining the SSREF and GSCN for all the frequency ranges are in TS 38.104 Section 5.4.3.1 “Synchronization raster and numbering” in  table 5.4.3.1-1. 

DL synchronization will need to be done every time a new satellite comes into coverage. Without optimization, the UE will need to try blindly to find SS block frequency position for SCS 15 kHz and 30 kHz with impact on latency. Assuming 30 MHz system bandwidth around 2.1 GHz in S band, the number of SS block frequency position SSREF could be in the order of 25 (~=3*30 /1.2).
· With single shot and 20 ms periodicity, this may take up to 500 ms (or 2 seconds with 4 SSB repetitions) per SCS. 
· With 160 ms periodicity, this may be 8 times longer latency, taking 4 seconds with single shot (or 16 seconds with 4 SSB repetitions) per SCS.
Note that a beam may be visible for a few seconds in LEO. The DL synchronization latency should be at least smaller than the typical on-coverage time of a narrow beam to avoid systemic failure. 

Observation 4: The DL synchronization latency should be at least smaller than the typical on-coverage time of a narrow beam to avoid systemic failure. 
[bookmark: _Hlk161997460]
	Range of frequencies (MHz)
	SS block frequency position SSREF
	GSCN
	Range of GSCN

	0 – 3000
	N * 1200 kHz + M * 50 kHz,
N = 1:2499, M ϵ {1,3,5} (Note)
	3N + (M-3)/2
	2 – 7498

	3000 – 24250
	3000 MHz + N * 1.44 MHz, 
N = 0:14756
	7499 + N
	7499 – 22255

	24250 – 100000
	24250.08 MHz + N * 17.28 MHz, 
N = 0:4383
	22256 + N
	22256 – 26639

	NOTE:	The default value for operating bands which only support SCS spaced channel raster(s) is M=3.



TS 38.104: Table 5.4.3.1-1: GSCN parameters for the global frequency raster

3 Link-level evaluation of SSB
The following assumptions for SSB evaluation were discussed in RAN1#116bis as captured in the FL summary. Though it was not captured as an agreement, we copy it below for discussion on SSB evaluation:

	[bookmark: _Hlk165394154]Parameter
	Value

	Number of UE receive chains
	2 for 2GHz
4 can be optionally considered and reported 

	Periodicity
	Case 1: 20ms, Case 2: 80ms, Case 3: 160ms, Case 4: Longer duration (TBD)

	Combination of SSBs
	4 combinations could be considered when relevant

	Maximum Doppler FO for PSS
	24 ppm

	CFO for PBCH
	0.1 ppm

	Other parameters
	Reported by companies.



Note 1: time drift caused by Doppler frequency offset should be considered for initial access in the LLS assumption for PSS detection.
Note 2: SSB coverage performance evaluation does not aim to impact link level enhancements for other DL physical channels (e.g. PDCCH, PDSCH etc)

We assume PBCH payload is 32 (information bits including additional timing payload) + 24 (CRC), with an effective code rate 56/864=0.0648. SSB Detection: SCS=15kHz, Fc=2GHz was simulated as follows:
· NR PSS: 1 UE Rx antenna element, "1-shot" or "4 combining of SSB instances within 20 msec"
· NR PBCH: 1 UE Rx antenna element, 1-shot and 4 SSB combining

With "1-shot“ NR PSS, larger SSNB periodicity is not expected to have any significant impact on the performance. 

Tracking of DL Sync may have impact on NR PBCH “4 combining". 	
· With SSB periodicity 80 ms and 4 SSB combining (320 ms=4*80), there is around 0.5 dB SNR loss compare to periodicity 20 ms and  4 SSB combining  (80 ms=4*20). 
· In case the UE does 4 SSB combining within 20 ms, around 0.25 dB SNR gain compare to periodicity 20 ms and 4 SSB combining  (20 ms=4*20) is observed. This would require a change in the UE behaviour where the UE assumes NSSB=4 Beam hopping of SSBs per SSB default periodicity 20 ms with only one beam (i.e. co-located 4 beams with same beam diameter, same PBCCH payload, and different beam index used in DM RS). This may require specification change to clarify the UE behaviour for SSB combining within an SSB burst.

With SB periodicity 80 ms and 4 SSB combining (320 ms=4*80), there is 1 dB SNR loss at 1% BLER compare to single shot PBCH detection. Note that the Dopler shift drift was not included in the simulations.

Observation 5: For SSB evaluation, the following was observed with impairments:
· NR PSS: 1 1% detection failure is met at SNR=-4.5 dB and -10.3 dB for 1 UE Rx antenna element, "1-shot" or "4 combining of SSB instances within 20 msec" respectively
· NR PBCH: 1% BLER for 1 UE Rx antenna element is met 
· at SNR=-7.6 dB, 1-shot. 
· at SNR=-12.2 dB, with SSB periodicity 20 ms and 4 SSB combining over 80 ms (=4*20 ms).
· at SNR=-11.8 dB, with SSB periodicity 80 ms and 4 SSB combining over 320 ms (=4*80 ms).
· at SNR=-11.7 dB, with SSB periodicity 320 ms and 4 SSB combining over 1280 ms ms (=4*320 ms).

Observation 6: In case the UE does 4 SSB combining within 20 ms, around 0.1 dB SNR gain can be achieved compared to periodicity 20 ms and 4 SSB combining (20 ms=4*20). This may require specification change to clarify the UE behaviour, where the UE assumes NSSB=4 Beam hopping of SSBs per SSB default periodicity 20 ms with only one beam (i.e. co-located 4 beams with same beam diameter, same PBCCH payload, and different beam index used in DM RS).
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Figure 3: PSS Detection: SCS=15kHz, Fc=2GHz

4 Discussion on physical layer procedures for ON/OFF beams
RAN1#116 made the following agreements on beam configuration 
For system level study based on analytical evaluation:
· N1 beam footprints are in state “off”
· These beam footprints are not served by any signal (no satellite service in this area)
· N2 beam footprints are in state “common messages only”
· These beam footprints do not have any active user traffic, and are served the necessary information for cell discovery and initial access.
· Optionally, companies may consider user arrival (e.g. RACH access) in this type of cell, and should describe how this is taken into account in the analytical evaluation
· N3 beam footprints are in state “active traffic” 
· These beam footprints have X active (e.g. VoNR) users each.
· These beam footprints are also served the necessary information for cell discovery and initial access
· N1 + N2 + N3 = “Total number of beam footprints “ 
· N1, N2, N3, X are to be reported by companies.
· Resource utilization obtained under the assumptions above is to be reported by companies.
· Other assumptions made in the evaluation are to be reported by companies, e.g. power sharing scheme, beam hopping scheme, etc.



















Legacy Non Terrestrial Network mechanisms specified in Release 17/18 in 3GPP assumes the beams are always ON. We believe the case where the satellite system may switch beams ON or OFF will require some discussions in RAN1 on procedure enhancements for DL synchronization, acquisition of system information for configuration of beams, initial cell access via RACH procedure.
The total satellite transmission power Downlink (DL) transmission on the service link is typically split between multiple beams that are simultaneously active. This result in lower transmission power per active beam. There are different ways the satellite system can configure beams. We consider an example of 1058 narrow beams with 265 wide beams, each wide beam overlaps 4 narrow beams.
In legacy NR, paging is sent on PDCCH on DCI 1_0 addressed to P-RNTI linked to a group of UE via bitmap. We further believe that the case where the satellite system may switch beams ON or OFF will require some discussions in RAN1 on paging procedure enhancements to ensure the UE is configured to receive paging when the beam is ON.
We now summarize 3GPP specified procedure for initial DL synchronization and cell access with the following steps: 
1. Initial BWP#0/CORESET#0 for DL synchronization is configured by the network for SI acquisition, initial cell access and multiple dedicated BWPs for data transmission. 
2. There is one Physical Cell Identity per Cell-Defining SSB
3. Time Domain Multiplexed CD-SSB, where each SSB is transmitted in a beam associated with a beam index as illustrated in Figure 4.
4. UEs identify the strongest beam based on CD-SSB measurements and choose a RACH preamble associated with SSB index
5. gNB configure Transmission Configuration Indicator state tci-stateId (0 to 11) including beam/servingCellIndex (0 to 31) and bwp-id (0 to 4) , QCL type (A, B, C, D, SSB index (0 to 63), csi-rs (0 to 191)
6. If more than one tci-stateId configured, DCI or MAC CE TCI can be used for activation command 
7. This procedure can be applied to up to 4 beams in bands  below 3 GHz
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Figure 4: Illustration of SSB for initial DL synchronization and cell access

We propose to expand the above procedure to address the assumption that in Release 19, the beams may be ON/OFF which may require some enhancements for initial DL synchronization and cell access:
· Depending on beam configuration as illustrated in Figure 4 above, at least the CD-SSBs may be transmitted on
· Wide beams overlapping satellite footprint / several narrow beams
· Outer-satellite footprint (i.e. beams on the edge / border of satellite footprint)
· Single cell beam
· Wide beam should be ON to at least transmit CD-SSB and SIB1, and CORESET 0. Otherwise, there is no coverage on these wider beams, and no coverage on narrow beams within the wide beam.
· After initial DL synchronization and system information acquisition, initial cell access can be done on the wide beam re-using legacy specifications, or on narrow beams with NCD-SSBs.

Proposal 2: RAN1 to study potential impact of beams ON/OFF on procedures for DL synchronization, acquisition of system information for configuration of beams, and initial cell access via RACH procedure.
Proposal 3: RAN1 to study potential impact of beams ON/OFF on paging procedures.
Proposal 4: Wide beam should be ON to at least transmit CD-SSB and SIB1, and CORESET 0. Otherwise, there is no coverage on these wider beams, and no coverage on narrow beams within the wide beam.
Proposal 5: After initial DL synchronization and system information acquisition, initial cell access can be done on the wide beam re-using legacy specifications, or on narrow beams with NCD-SSBs.

4 Conclusion
In this contribution, the following proposals were made as follows:

SSB periodicity:
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]Observation 1: For narrow beams with NSSB=4 Beam hopping:
· Set 1-2: SSB periodicity of 320 ms can provide coverage of 96.8% and efficiency per beam of 96.9%.
· Set 1-1/1-3: SSB periodicity of 80 ms can provide coverage of 96.6% and efficiency per beam of 87.5%.

Observation 2:  For wide beam covering 4 narrow beams with NSSB=4 Beam hopping:
· Set 1-2, SSB periodicity of 80 ms can provide coverage of 96.8%  and efficiency per beam of 96.9%.
· Set 1-1/1-3, SSB periodicity of 80 ms can provide coverage of 100%  and efficiency per beam of 87.5%.

Observation 3: Using wide beam covering N narrow beams allows to reduce SSB periodicity by a factor N.

Observation 4: The DL synchronization latency should be at least smaller than the typical on-coverage time of a narrow beam to avoid systemic failure. 


Link-level evaluation of SSB:

Observation 5: For SSB evaluation, the following was observed with impairments:
· NR PSS: 1 1% detection failure is met at SNR=-4.5 dB and -10.3 dB for 1 UE Rx antenna element, "1-shot" or "4 combining of SSB instances within 20 msec" respectively
· NR PBCH: 1% BLER for 1 UE Rx antenna element is met 
· at SNR=-7.6 dB, 1-shot. 
· at SNR=-12.2 dB, with SSB periodicity 20 ms and 4 SSB combining over 80 ms (=4*20 ms).
· at SNR=-11.8 dB, with SSB periodicity 80 ms and 4 SSB combining over 320 ms (=4*80 ms).
· at SNR=-11.7 dB, with SSB periodicity 320 ms and 4 SSB combining over 1280 ms ms (=4*320 ms).

Observation 6: In case the UE does 4 SSB combining within 20 ms, around 0.1 dB SNR gain can be achieved compared to periodicity 20 ms and 4 SSB combining (20 ms=4*20). This may require specification change to clarify the UE behaviour, where the UE assumes NSSB=4 Beam hopping of SSBs per SSB default periodicity 20 ms with only one beam (i.e. co-located 4 beams with same beam diameter, same PBCCH payload, and different beam index used in DM RS).

Proposal 1: Support change in UE behaviour, where the UE assumes NSSB Beam hopping of SSBs per SSB default periodicity 20 ms with only one beam (i.e. co-located NSSB beams with same beam diameter, same PBCCH payload, and different beam index used in DM RS).


Physical layer procedures for ON/OFF beams:

Proposal 2: RAN1 to study potential impact of beams ON/OFF on procedures for DL synchronization, acquisition of system information for configuration of beams, and initial cell access via RACH procedure.
Proposal 3: RAN1 to study potential impact of beams ON/OFF on paging procedures.
Proposal 4: Wide beam should be ON to at least transmit CD-SSB and SIB1, and CORESET 0. Otherwise, there is no coverage on these wider beams, and no coverage on narrow beams within the wide beam.
Proposal 5: After initial DL synchronization and system information acquisition, initial cell access can be done on the wide beam re-using legacy specifications, or on narrow beams with NCD-SSBs.

5 Appendix

Agreement (RAN1#116)
For DL coverage study, consider the following additional reference satellite parameters scenarios for LEO600km Set1 in FR1 (i.e., S-band), referred to as Set1-1 FR1, Set1-2 FR1 and Set1-3 FR1:

	 LEO600km Set1-1 FR1 (i.e., S-band)

	Maximum Bandwidth per beam
	5 MHz

	SCS
	15 kHz

	Beam size(Note 1)
	50km

	Satellite EIRP density /beam (dBW/MHz)
	34

	Payload Total DL power level (dBW)
	31.24

	Aggregated EIRP (Total) (dBW)
	61.24*

	Satellite Tx max Gain
	30 dBi

	Maximum EIRP per Satellite beam (dBW)
	41

	Total number of beam footprints***
	1058

	Total number of simultaneously active beams **
	106

	% simultaneously active beams**
	10.02 %

	*Note: EIRP limit is 61.24 dBm for the reference configuration. 
**Assuming 100 % Resource Block utilization within the same beam at max power. Absolute number of simultaneously active beams is up to 212 (due to limitation of RF) 
*** For a constellation design at 600km with low elevation angle with 30° and selected (i.e Set 1 parameters) beam size
Note 1: At least this beam size is considered in this scenario, larger beam sizes maybe evaluated and reported by companies




	LEO600km Set1-2 FR1 (i.e., S-band)

	Maximum Bandwidth per beam
	5 MHz

	SCS
	15 kHz

	Beam size (note 1)
	50km

	Satellite EIRP density /beam (dBW/MHz)
	34

	Payload Total DL power level (dBW)
	23

	Aggregated EIRP (Total) (dBW)
	53*

	Satellite Tx max Gain
	30 dBi

	Maximum EIRP per Satellite beam (dBW)
	41

	Total number of beam footprints
	1058

	Total number of simultaneously active beams**
	16

	% simultaneously active beams**
	1.5 %

	*Note: EIRP limit is 53 dBm for the reference configuration. 
**Absolute number of simultaneously active beams is up to 16 (due to limitation of RF)
Note 1: At least this beam size is considered in this scenario, larger beam sizes maybe evaluated and reported by companies




	LEO600km Set 1-3 FR1 (i.e., S-band)

	Maximum Bandwidth per beam
	5 MHz

	SCS
	15 kHz

	Beam size (note 1)
	50km

	Satellite EIRP density /beam (dBW/MHz)
	26

	Payload Total DL power level (dBW)
	23.24

	Aggregated EIRP (Total) (dBW)
	53.24*

	Satellite Tx max Gain
	30 dBi

	Maximum EIRP per Satellite beam (dBW)
	33

	Total number of beam footprints
	1058

	Total number of simultaneously active beams**
	106

	% simultaneously active beams**
	10.02 %

	*Note: EIRP limit is 53.24 dBm for the reference configuration. 
**Absolute number of simultaneously active beams is up to 212 (due to limitation of RF)
Note 1: At least this beam size is considered in this scenario, larger beam sizes maybe evaluated and reported by companies



Note: RAN1 will aim to identify necessary enhancements for these scenarios in the study phase. At the end of the study phase, RAN1 will further discuss whether the potential enhancements will be specified within Rel-19 framework.
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