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[bookmark: _Toc11352072][bookmark: _Toc20317962][bookmark: _Toc27299860][bookmark: _Toc29673125][bookmark: _Toc29673266][bookmark: _Toc29674259][bookmark: _Toc36645489][bookmark: _Toc45810534][bookmark: _Toc162111853]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]	3GPP TS 38.201: " NR; Physical Layer – General Description"
[3]	3GPP TS 38.202: "NR; Services provided by the physical layer"
[4]	3GPP TS 38.211: "NR; Physical channels and modulation"
[5]	3GPP TS 38.212: "NR; Multiplexing and channel coding"
[6]	3GPP TS 38.213: "NR; Physical layer procedures for control"
[7]	3GPP TS 38.215: "NR; Physical layer measurements"
[8]	3GPP TS 38.101: "NR; User Equipment (UE) radio transmission and reception"
[9]	3GPP TS 38.104: "NR; Base Station (BS) radio transmission and reception"
[10]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification"
[11]	3GPP TS 38.133: "NR; Requirements for support of radio resource management"
[12]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification"
[13]	3GPP TS 38.306: "NR; User Equipment (UE) radio access capabilities"
[14]	3GPP TS 38.423: "NG-RAN; Xn Application Protocol (XnAP)"
[15]	3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation"
[16]	3GPP TS 37.213: "Physical layer procedures for shared spectrum channel access"
[17]	3GPP TS 37.355: "LTE Positioning Protocol (LPP)"
[18]	3GPP TS 38.822: "NR; User Equipment (UE) feature list"
[21]	3GPP TS 38.101-5: “User Equipment (UE) radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements NR”
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[bookmark: _Toc29673232][bookmark: _Toc29673373][bookmark: _Toc29674366][bookmark: _Toc36645596][bookmark: _Toc45810645][bookmark: _Toc162111973]7	UE procedures for transmitting and receiving on a carrier with intra-cell guard bands
For operation with shared spectrum channel access for FR1, when the UE is configured with any of IntraCellGuardBandsPerSCS for UL carrier and for DL carrier with SCS configuration , the UE is provided with  intra-cell guard bands on a carrier with , each defined by start CRB and size in number of CRBs,  and , provided by higher layer parameters startCRB and nrofCRBs, respectively, where . The subscript x is set to DL and UL for the downlink and uplink, respectively. Where there is no risk of confusion, the subscript x can be dropped. The intra-cell guard bands separate RB sets, each defined by start and end CRB, and , respectively. The UE does not expect that nrofCRBs is configured with non-zero value smaller than the applicable intra-cell guard bands as specified in [8, TS 38.101-1] corresponding to  and carrier size . The UE determines the start and end CRB indices for  as
 
and
 
The RB set with index  consists of  resource blocks where . When the UE is not configured with IntraCellGuardBandsPerSCS for , the UE determines the CRB indices for the intra-cell guard band(s), if any, and corresponding RB set(s) according to the nominal intra-cell guard band and RB set pattern as specified in [8, TS 38.101-1] and [21, 38.101-5] corresponding to  and carrier size . For either or both DL and UL, if the nominal intra-cell guard band and RB set pattern as specified in [8, TS 38.101-1] and [21, 38.101-5] contains no intra-cell guard bands, the number of RB sets for the carrier is .
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