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Throughout this clause, when the higher layer parameter SRShoppingNrofHops is provided for SRS-PosResource, the sounding reference signal sequence definitions applies to a given hop.




When SRS is transmitted on a given SRS resource, the sequence  for each OFDM symbol  and for each of the antenna ports of the SRS resource shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, 38.213] and mapped in sequence starting with  to resource elements  in a slot for each of the antenna ports  according to

[bookmark: _Hlk500928298]The length of the sounding reference signal sequence is given by




where  is given by a selected row of Table 6.4.1.4.3-1 with  where  is given by the field b-SRS contained in the higher-layer parameter freqHopping if configured, otherwise . The row of the table is selected according to the index  given by the field c-SRS contained in the higher-layer parameter freqHopping. The quantity   is given by the higher-layer parameter FreqScalingFactor if configured, otherwise . When FreqScalingFactor is configured, the UE expects the length of the SRS sequence to be a multiple of 6.
The frequency-domain starting position  is defined by

where 

[bookmark: _Hlk88657864]and



and
-	 is given by the higher-layer parameter StartRBIndex if configured, otherwise ; 
-	 is given by Table 6.4.1.4.3-3 with

	if the higher-layer parameter EnableStartRBHopping is configured, otherwise .
-	 is given by the higher-layer parameter YYY.
-	 is the hop transmission counter in the time domain, where  which corresponds to the order of the higher-layer parameter SlotOffsetForRemainingHops in slotOffsetForRemainingHopsList.  

<--------------------------unchanged text ommited------------------------------>
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