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5.2.1.6	CSI processing criteria
The UE indicates the number of supported simultaneous CSI calculations  with parameter simultaneousCSI-ReportsPerCC or [simultaneousCSI-SubReportsPerCC-r18] in a component carrier, and simultaneousCSI-ReportsAllCC or [simultaneousCSI-SubReportsAllCC-r18] across all component carriers. If UE is configured with at least one CSI report setting with sub-configuration in a component carrier, UE shall use parameter [simultaneousCSI-SubReportsPerCC-r18] in the component carrier; otherwise, UE shall use simultaneousCSI-ReportsPerCC in the component carrier. If UE is configured with at least one CSI reporting setting with sub-configuration in any component carrier, UE shall use [simultaneousCSI-SubReportsAllCC-r18]; otherwise, UE shall use simultaneousCSI-ReportsAllCC. If a UE supports  simultaneous CSI calculations it is said to have  CSI processing units for processing CSI reports. If L CPUs are occupied for calculation of CSI reports in a given OFDM symbol, the UE has  unoccupied CPUs. If N CSI reports start occupying their respective CPUs on the same OFDM symbol on which  CPUs are unoccupied, where each CSI report  corresponds to , the UE is not required to update the  requested CSI reports with lowest priority (according to Clause 5.2.5), where is the largest value such that  holds. 
[bookmark: _Hlk513114242]A UE is not expected to be configured with an aperiodic CSI trigger state containing more than  Reporting Settings. Processing of a CSI report occupies a number of CPUs for a number of symbols as follows:
-	for a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'none' and CSI-RS-ResourceSet with higher layer parameter trs-Info configured
-	 for a CSI report with LTM-CSI-ReportConfig or a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'cri-RSRP', 'ssb-Index-RSRP', 'cri-SINR', 'ssb-Index-SINR', 'cri-RSRP- Index', 'ssb-Index-RSRP- Index', 'cri-SINR- Index', 'ssb-Index-SINR- Index ' or 'none' (and CSI-RS-ResourceSet with higher layer parameter trs-Info not configured)
-	, for a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'tdcp' and with number of delays  configured by higher layer parameter Y, where the value of  is reported by UE capability.
-	for a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'cri-RI-PMI-CQI', 'cri-RI-i1', 'cri-RI-i1-CQI', 'cri-RI-CQI', or 'cri-RI-LI-PMI-CQI', 
-	if max{ µPDCCH, µCSI-RS, µUL} ≤ 3, and if a CSI report is aperiodically triggered without transmitting a PUSCH with either transport block or HARQ-ACK or both when L = 0 CPUs are occupied, where the CSI corresponds to a single CSI with wideband frequency-granularity and to at most 4 CSI-RS ports in a single resource without CRI report and where codebookType is set to 'typeI-SinglePanel' or where reportQuantity is set to 'cri-RI-CQI', ,
-	if a CSI-ReportConfig is configured with codebookType set to 'typeI-SinglePanel' and the corresponding CSI-RS Resource Set for channel measurement is configured with two Resource Groups and  Resource Pairs, , where  is the number of CPUs occupied by a pair of CMRs subject to mTRP-CSI-numCPU-r17 and  is defined in clause 5.2.1.4.2,
-	if a CSI-ReportConfig contains a list of L sub-configurations provided by the higher layer parameter [csi-ReportSubConfigList], 
-	 for periodic CSI reporting, where  is the total number of CSI-RS resources corresponding to the i-th sub-configuration.
-	 for aperiodic and semi-persistent CSI reporting, where  is the total number of CSI-RS resources corresponding to the i-th sub-configuration, and where the i-th sub-configuration is from N indicated sub-configurations out of L sub-configurations contained in a CSI-ReportConfig, where  and .
-	if a CSI-ReportConfig is configured with the higher layer parameter reportQuantity set to 'cri-RI-PMI-CQI', codebookType set to 'typeII-CJT-r18' or 'typeII-CJT-PortSelection-r18' and the corresponding NZP-CSI-RS-ResourceSet for channel measurement is configured with  resources, , where  is reported by UE capability indication, 
-	if a CSI-ReportConfig is configured with the higher layer parameter reportQuantity set to 'cri-RI-PMI-CQI' and with codebookType set to 'typeII-Doppler-r18' or 'typeII-Doppler-PortSelection-r18',
-	if the corresponding CSI-RS Resource Set for channel measurement is aperiodic and configured with  CSI-RS resources,   for  and  for , where  is reported by UE capability indication,
-	if the corresponding CSI-RS Resource Set for channel measurement is periodic or semi-persistent and configured with a single CSI-RS resource,  for  and ) for , where the value of  is configured by the higher layer parameter N4, and is reported by UE capability indication,
-	otherwise, , where is the number of CSI-RS resources in the CSI-RS resource set for channel measurement.
<Unchanged part omitted>
