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8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.

The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.

When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TXnDCoverall.
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

If the SPR availability in UE IE set to "spr-available" is included in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node may consider that the UE has generated an SPR for a PSCell change, and may retrieve the SPR from the UE.

If the QMC Coordination Request IE is contained in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node may use it to determine how to configure the management-based QoE measurements and reporting, as specified in TS 37.340 [8], and shall, if supported, include the QMC Coordination Response IE in the S-NODE MODIFICATION CONFIRM message.

If the S-NODE MODIFICATION REQUIRED message contains the User Plane Error Indicator IE within the PDU Sessions List To be Released - UPError IE set to "GTP-U Error Indication Received", the M-NG-RAN node shall, if supported, consider that the PDU session is released due to GTP-U Error Indication received over the NG-U tunnel, and inform the SMF as specified in 3GPP TS 23.527 [xx].
Interaction with the M-NG-RAN node initiated S-NG-RAN node Modification Preparation procedure:

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

8.3.7.2
Successful Operation
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Figure 8.3.7.2-1: S-NG-RAN node initiated S-NG-RAN node Release, successful operation.

The S-NG-RAN node initiates the procedure by sending the S-NODE RELEASE REQUIRED message to the M-NG-RAN node.
Upon reception of the S-NODE RELEASE REQUIRED message, the M-NG-RAN node replies with the S-NODE RELEASE CONFIRM message.
For each SN-terminated PDU session resource, the M-NG-RAN node may include the DL Forwarding UP Address IE and the UL Forwarding UP Address IE within the PDU Session Resources To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.
The S-NG-RAN node may start data forwarding and stop providing user data to the UE upon reception of the S-NODE RELEASE CONFIRM message,

If the S-NODE RELEASE REQUIRED message contains an PDU session resource to be released which is configured with the SCG bearer option within the PDU sessions to be released List – SN terminated IE, the S-NG-RAN node shall include the RLC Mode IE within the DRBs To Be Released List IE in the PDU Session to be released List – SN terminated IE in the S-NODE RELEASE REQUIRED message. The RLC Mode IE indicates the RLC mode used in the S-NG-RAN node for the DRB.

If the S-NODE RELEASE CONFIRM message includes the DRB IDs taken into use IE, the S-NG-RAN node shall, if applicable, act as specified in TS 37.340 [8].

If the S-NG-RAN node to M-NG-RAN node Container IE is included in the S-NODE RELEASE REQUIRED message, the M-NG-RAN node may use the contained information to apply delta configuration.

If the S-NODE RELEASE REQUIRED message includes the SCG UE History Information IE, the M-NG-RAN node shall, if supported, use the information to update UE History Information with PSCell history.
If the S-NODE RELEASE REQUIRED message contains the User Plane Error Indicator IE within the PDU Sessions List To be Released - UPError IE set to "GTP-U Error Indication Received", the M-NG-RAN node shall, if supported, consider that the PDU session is released due to GTP-U Error Indication received over the NG-U tunnel, and inform the SMF as specified in 3GPP TS 23.527 [xx].
8.3.7.3
Unsuccessful Operation

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Required Info – SN terminated IE

nor the

PDU Session Resource Modification Required Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.4.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Modification Required Info – SN terminated
	O
	
	9.2.1.20
	
	–
	

	>>PDU Session Resource Modification Required Info – MN terminated
	O
	
	9.2.1.22
	
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU Session List with data forwarding request info

9.2.1.24
	
	–
	

	>PDU sessions to be released List – MN terminated
	O
	
	PDU Session List with Cause

9.2.1.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Spare DRB IDs
	O
	
	DRB List

9.2.1.29
	Indicates the list of unnecessary DRB IDs that had been used by the S-NG-RAN node.
	YES
	ignore

	Required Number of DRB IDs
	O
	
	Number of DRB IDs

9.2.3.78
	Indicates the number of DRB IDs that the S-NG-RAN node requests more.
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID

9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	This IE is not used in this version of the specification.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	This IE is not used in this version of the specification.
	YES
	ignore

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	CPAC Information Required
	O
	
	
	This IE may be sent from the candidate SN.
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	Indicates the full list of candidate PSCells prepared at the candidate S-NG-RAN node.
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>>S-CPAC Complete Configuration Indicator
	O
	
	Complete Configuration Indicator

9.2.3.194
	
	YES
	ignore

	SCG Reconfiguration Notification
	O
	
	ENUMERATED (executed, ..., executed-deleted, deleted)
	
	YES
	ignore

	SPR availability in UE
	O
	
	ENUMERATED (spr-available, …)
	Indicates if an SPR is available in the UE.
	YES
	ignore

	QMC Coordination Request
	O
	
	9.2.3.197
	This IE contains information for managing configuration and reporting of one or more QoE and/or RAN visible QoE measurements at the S-NG-RAN node that requests modification.
	YES
	ignore

	Source SN to Target SN QMC Information
	O
	
	QMC Configuration Information

9.2.3.156
	This IE contains S-NG-RAN node-related QMC Configuration Information to be forwarded to the target S-NG-RAN node.
	YES
	ignore

	S-CPAC Request
	O
	
	ENUMERATED (initiation, ...)
	Indicates that SN modification is for S-CPAC preparation. This IE may be sent from the source SN.
	YES
	reject

	PDU Sessions List To Be Released - UPError
	O
	
	9.2.1.x
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.1.2.17
S-NODE RELEASE REQUIRED

This message is sent by the S-NG-RAN node to request the release of all resources for a specific UE at the S-NG-RAN node.

Direction: S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU sessions To Be Released
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources to be released List – SN terminated
	O
	
	PDU Session List with data forwarding request info

9.2.1.24
	
	–
	

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331 [10].
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	PDU Sessions List To Be Released - UPError
	O
	
	9.2.1.x
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.2.1.x
PDU Sessions List To Be Released - UPError
This IE contains a list of PDU session to be released due to GTPU Error Indication for SN terminated bearers.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Sessions List To Be Released UP Error Item
	
	1 .. <maxnoofPDUsessions>
	
	

	>PDU Session ID
	M
	
	9.2.3.18
	

	>User Plane Error Indicator
	M
	
	ENUMERATED(GTP-U Error Indication Received, …) 
	


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256.


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


ReportCharacteristicsForDataCollection,


ReportingPeriodicityForDataCollection,


NodeAssociatedInfoResult,


SLPositioning-Ranging-Services-Info,

PDUSessionsListToBeReleased-UPError
FROM XnAP-IEs

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


id-ReportCharacteristicsForDataCollection,


id-ReportingPeriodicityForDataCollection,

id-NodeAssociatedInfoResult,

id-SLPositioning-Ranging-Services-Info,

id-PDUSessionsListToBeReleased-UPError,

maxnoofCellsinNG-RANnode,


maxnoofDRBs,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION REQUIRED

--

-- **************************************************************

SNodeModificationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ SNodeModificationRequired-IEs}},


...

}

SNodeModificationRequired-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication




CRITICALITY ignore

TYPE PDCPChangeIndication





PRESENCE optional }|


{ ID id-PDUSessionToBeModifiedSNModRequired

CRITICALITY ignore

TYPE PDUSessionToBeModifiedSNModRequired
PRESENCE optional }|


{ ID id-PDUSessionToBeReleasedSNModRequired

CRITICALITY ignore

TYPE PDUSessionToBeReleasedSNModRequired
PRESENCE optional }|


{ ID id-SN-to-MN-Container





CRITICALITY ignore

TYPE OCTET STRING








PRESENCE optional }|


{ ID id-SpareDRBIDs







CRITICALITY ignore

TYPE DRB-List









PRESENCE optional }|


{ ID id-RequiredNumberOfDRBIDs




CRITICALITY ignore

TYPE DRB-Number









PRESENCE optional }|


{ ID id-LocationInformationSN




CRITICALITY ignore

TYPE Target-CGI









PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo


CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-RRCConfigIndication





CRITICALITY reject

TYPE RRCConfigIndication






PRESENCE optional }|


{ ID id-AvailableFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE AvailableFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-ReleaseFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE ReleaseFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-SCGIndicator






CRITICALITY ignore

TYPE SCGIndicator








PRESENCE optional }|


{ ID id-SCGUEHistoryInformation




CRITICALITY ignore

TYPE SCGUEHistoryInformation




PRESENCE optional }|


{ ID id-SCGActivationRequest




CRITICALITY ignore

TYPE SCGActivationRequest





PRESENCE optional }|


{ ID id-CPACInformationModRequired



CRITICALITY ignore

TYPE CPACInformationModRequired



PRESENCE optional }|


{ ID id-SCGreconfigNotification




CRITICALITY ignore

TYPE SCGreconfigNotification




PRESENCE optional }|


{ ID id-SPRAvailability






CRITICALITY ignore

TYPE SPRAvailability







PRESENCE optional }|


{ ID id-QMCCoordinationRequest




CRITICALITY ignore

TYPE QMCCoordinationRequest





PRESENCE optional }|


{ ID id-SourceSN-to-TargetSN-QMCInfo


CRITICALITY ignore

TYPE QMCConfigInfo








PRESENCE optional }|


{ ID id-S-CPAC-Request






CRITICALITY reject

TYPE S-CPAC-Request








PRESENCE
optional },


...

}

PDUSessionToBeModifiedSNModRequired::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF
PDUSessionToBeModifiedSNModRequired-Item

PDUSessionToBeModifiedSNModRequired-Item ::= SEQUENCE {


pduSessionId





PDUSession-ID,


sn-terminated


PDUSessionResourceModRqdInfo-SNterminated
OPTIONAL,


mn-terminated


PDUSessionResourceModRqdInfo-MNterminated
OPTIONAL,

-- NOTE: If neither the PDU Session Resource Modification Required Info – SN terminated IE

-- nor the PDU Session Resource Modification Required Info – MN terminated IE is present,

-- abnormal conditions as specified in clause 8.3.4.4 apply.

iE-Extension

ProtocolExtensionContainer { {PDUSessionToBeModifiedSNModRequired-Item-ExtIEs} }
OPTIONAL,


...

}

PDUSessionToBeModifiedSNModRequired-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

{ ID id-PDUSessionsListToBeReleased-UPError

CRITICALITY ignore


TYPE PDUSessionsListToBeReleased-UPError


PRESENCE optional },

...

}

PDUSessionToBeReleasedSNModRequired ::= SEQUENCE {


sn-terminated


PDUSession-List-withDataForwardingRequest

OPTIONAL,

mn-terminated


PDUSession-List-withCause





OPTIONAL,

iE-Extension


ProtocolExtensionContainer { {PDUSessionToBeReleasedSNModRequired-ExtIEs} } OPTIONAL,


...

}

PDUSessionToBeReleasedSNModRequired-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RELEASE REQUIRED

--

-- **************************************************************

SNodeReleaseRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ SNodeReleaseRequired-IEs}},


...

}

SNodeReleaseRequired-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-PDUSessionToBeReleasedList-RelRqd

CRITICALITY ignore

TYPE PDUSessionToBeReleasedList-RelRqd

PRESENCE optional }|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE mandatory}|


{ ID id-SN-to-MN-Container





CRITICALITY ignore

TYPE OCTET STRING








PRESENCE optional }|


{ ID id-SCGUEHistoryInformation




CRITICALITY ignore

TYPE SCGUEHistoryInformation




PRESENCE optional },


...

}

PDUSessionToBeReleasedList-RelRqd ::= SEQUENCE {


pduSessionsToBeReleasedList-SNterminated

PDUSession-List-withDataForwardingRequest





OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {PDUSessionToBeReleasedList-RelRqd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionToBeReleasedList-RelRqd-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-PDUSessionsListToBeReleased-UPError

CRITICALITY ignore


TYPE PDUSessionsListToBeReleased-UPError


PRESENCE optional }, 

...

}

-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

PDUSession-List-withDataForwardingRequest-Item ::= SEQUENCE {


pduSessionId






PDUSession-ID,


dataforwardingInfofromSource


DataforwardingandOffloadingInfofromSource




OPTIONAL,


dRBtoBeReleasedList





DRBToQoSFlowMapping-List








OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {PDUSession-List-withDataForwardingRequest-Item-ExtIEs} }
OPTIONAL,


...

}

PDUSession-List-withDataForwardingRequest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ID id-Cause



CRITICALITY ignore EXTENSION Cause



PRESENCE optional},
...

}

PDUSessionsListToBeReleased-UPError ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF PDUSessionsListToBeReleased-UPError-Item

PDUSessionsListToBeReleased-UPError-Item ::= SEQUENCE {

pduSessionId

PDUSession-ID,


userPlaneErrorIndicator



UserPlaneErrorIndicator,


iE-Extension

ProtocolExtensionContainer { {PDUSessionsListToBeReleased-UPError-Item-ExtIEs} }
OPTIONAL,


...

}

PDUSessionsListToBeReleased-UPError-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

UPTransportParametersItem ::= SEQUENCE {


upTNLInfo

UPTransportLayerInformation,


cellGroupID

CellGroupID,


iE-Extension
ProtocolExtensionContainer { {UPTransportParametersItem-ExtIEs} } OPTIONAL,


...

}

UPTransportParametersItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {



...

}
UserPlaneErrorIndicator ::= ENUMERATED {gtpu-error-indication-received, ...}

UserPlaneTrafficActivityReport ::= ENUMERATED {inactive, re-activated, ...}

URIaddress ::= VisibleString
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-ReportCharacteristicsForDataCollection








ProtocolIE-ID ::= 461
id-ReportingPeriodicityForDataCollection








ProtocolIE-ID ::= 462
id-NodeAssociatedInfoResult












ProtocolIE-ID ::= 463
id-SLPositioning-Ranging-Services-Info









ProtocolIE-ID ::= 464

id-PDUSessionsListToBeReleased-UPError









ProtocolIE-ID ::= xxx
END

-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

M-NG-RAN node
S-NG-RAN node
S-NODE MODIFICATION REQUIRED
S-NODE MODIFICATION CONFIRM



M-NG-RAN node
S-NG-RAN node
S-NODE RELEASE REQUIRED
S-NODE RELEASE CONFIRM



