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CHANGES START
9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN	

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	AMF-Region-Information,

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	UEAssociatedInfoResult-List,
	EnergyCost,
	UETrajectoryCollectionConfiguration,
	UEPerformanceCollectionConfiguration,
	CellMeasurementResultForDataCollection-List,
	CellToReportForDataCollection-List,
	CandidateRelayUEInfoList,
	NRPagingLongeDRXInformationforRRCINACTIVE,
	QMCCoordinationRequest,
	QMCCoordinationResponse,
	DirectForwardingPathAvailabilityWithSourceMN,
	Conditional-Reconfig-List,
	PDUSetbasedHandlingIndicator,
	MobileIAB-AuthorizationStatus,
	BAPAddress,
	S-CPAC-Request,
	SK-COUNTER,
	RegistrationRequestForDataCollection,
	ReportCharacteristicsForDataCollection,
	ReportingPeriodicityForDataCollection,
	NodeAssociatedInfoResult,
	SLPositioning-Ranging-Services-Info

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
FROM XnAP-Containers


	id-A2XPC5QoSParameters,
	id-ActivatedServedCells,

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-UEAssociatedInfoResult-List,
	id-EnergyCost,
	id-UETrajectoryCollectionConfiguration,
	id-UEPerformanceCollectionConfiguration,
	id-CellMeasurementResultForDataCollection-List,
	id-CellToReportForDataCollection-List,
	id-CandidateRelayUEInfoList,
	id-NRCellsAndSSBsList,
	id-ActivatedNRCellsAndSSBsList,
	id-NRPagingLongeDRXInformationforRRCINACTIVE,
	id-QMCCoordinationRequest,
	id-QMCCoordinationResponse,
	id-QoE-Measurement-Results,
	id-Src-SN-to-Tgt-SNQMCInfoInquiry,
	id-DirectForwardingPathAvailabilityWithSourceMN,
	id-accessed-PSCellID,
	id-conditional-Reconfig-ToCancel-List,
	id-PDUSetbasedHandlingIndicator,
	id-MobileIAB-AuthorizationStatus,
	id-MIAB-MT-BAP-Address,
	id-S-CPAC-Request,
	id-sk-Counter,
	id-Source-M-NG-RANnodeID,
	id-SourceSN-to-TargetSN-QMCInfo,
	id-RegistrationRequestForDataCollection,
	id-ReportCharacteristicsForDataCollection,
	id-ReportingPeriodicityForDataCollection,
	id-NodeAssociatedInfoResult,
	id-SLPositioning-Ranging-Services-Info,
NEXT CHANGE
-- **************************************************************
--
-- DATA COLLECTION REQUEST
--
-- **************************************************************

DataCollectionRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionRequest-IEs}},
	...
}

DataCollectionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID										PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID					CRITICALITY ignore	TYPE Measurement-ID										PRESENCE conditional}|
-- This IE shall be present if the Registration Request for Data Collection IE is set to the value "stop".
	{ ID id-RegistrationRequestForDataCollection		CRITICALITY reject	TYPE RegistrationRequestForDataCollection		PRESENCE mandatory}|
	{ ID id-ReportCharacteristicsForDataCollection		CRITICALITY reject	TYPE ReportCharacteristicsForDataCollection	PRESENCE conditional}|
-- This IE shall be present if the Registration Request for Data Collection IE is set to the value "start".
	{ ID id-CellToReportForDataCollection-List			CRITICALITY ignore	TYPE CellToReportForDataCollection-List			PRESENCE optional}|
	{ ID id-ReportingPeriodicityForDataCollection		CRITICALITY ignore	TYPE ReportingPeriodicityForDataCollection		PRESENCE optional}|
	{ ID id-RequestedPredictionTime						CRITICALITY ignore	TYPE RequestedPredictionTime						PRESENCE optional}|
	{ ID id-UETrajectoryCollectionConfiguration			CRITICALITY ignore	TYPE UETrajectoryCollectionConfiguration		PRESENCE optional}|
	{ ID id-UEPerformanceCollectionConfiguration		CRITICALITY ignore	TYPE UEPerformanceCollectionConfiguration		PRESENCE optional},
	...
}
NEXT CHANGE
-- N

N6JitterInformation ::= SEQUENCE {
	n6JitterLowerBound		INTEGER (-127..127),
	n6JitterUpperBound		INTEGER (-127..127),
	iE-Extensions			ProtocolExtensionContainer { { N6JitterInformationExtIEs } }	OPTIONAL,
	...
}
N6JitterInformationExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
NumberofActiveUEs::= INTEGER(0..16777215, ...)


NodeAssociatedInfoResult ::= SEQUENCE {
	energyCost				EnergyCost			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { NodeAssociatedInfoResult-ExtIEs} } OPTIONAL,
	...
}
NodeAssociatedInfoResult-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
NEXT CHANGE
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-ActivatedServedCells																				ProtocolIE-ID ::= 0
	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-UEAssociatedInfoResult-List																		ProtocolIE-ID ::= 406
id-ProtocolIE-ID-407-not-to-be-usedEnergyCost																						ProtocolIE-ID ::= 407
id-UETrajectoryCollectionConfiguration																ProtocolIE-ID ::= 408
	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
CHANGES END
