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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.6.1.3.2
Successful Operation
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Figure 8.6.1.3.2-1: BC Bearer Context Modification Required procedure, gNB-CU-UP initiated: Successful Operation.

The gNB-CU-UP initiates the procedure by sending the BC BEARER CONTEXT MODIFICATION REQUIRED message to the gNB-CU-CP. The gNB-CU-CP replies to the gNB-CU-UP with the BC BEARER CONTEXT MODIFICATION CONFIRM message.

If the BC MBR Modified List IE is included in the BC BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall, if supported, take it into account to update the gNB DU. 
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.3.3.30
BC Bearer Context To Modify Required

This IE contains MBS session resource related information used to request BC Bearer Context Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Assigned Criticality
	Criticality

	BC MRB To Remove List Required
	
	0..<maxnoofMRBs>
	
	
	
	

	>MRB ID
	M
	
	9.3.1.16a
	
	
	

	BC MRB Modified List
	
	0..<maxnoofMRBs>
	
	
	YES
	Ignore

	>MRB ID 
	M
	
	9.3.1.16a
	
	-
	-

	>BC Bearer Context F1-U TNL Info at CU
	O
	
	9.3.1.118
	
	-
	-


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for one MBS Session. Value is 32.


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


id-F1U-TNL-InfoAddedOrModified-List,


id-F1U-TNL-InfoToRelease-List,

id-BroadcastF1U-ContextReferenceE1,

id-PSIbasedDiscardTimer,


id-BCMRBModifiedList,

maxnoofMBSAreaSessionIDs,


maxnoofSharedNG-UTerminations,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- BCBearerContextToModifyRequired

BCBearerContextToModifyRequired ::= SEQUENCE {


bcMRBToRemoveList
BCMRBRemoveConfiguration


OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {BCBearerContextToModifyRequired-ExtIEs} }
OPTIONAL,


...

}

BCBearerContextToModifyRequired-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-BCMRBModifiedList


CRITICALITY ignore
EXTENSION BCMRBModifiedList

PRESENCE optional}, 

...

}

BCMRBModifiedList ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF BCMRBModified-Item

BCMRBModified-Item ::= SEQUENCE {


mrb-ID







MRB-ID,


bcBearerContextF1U-TNLInfoatCU 

BCBearerContextF1U-TNLInfoatCU

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {BCMRBModified-Item-ExtIEs} }
OPTIONAL,


...

}

BCMRBModified-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

-- BCBearerContextToModifyConfirm

BCBearerContextToModifyConfirm ::= SEQUENCE {


iE-Extensions

ProtocolExtensionContainer { {BCBearerContextToModifyConfirm-ExtIEs} }
OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-F1U-TNL-InfoAddedOrModified-List







ProtocolIE-ID ::= 211
id-F1U-TNL-InfoToRelease-List








ProtocolIE-ID ::= 212
id-BroadcastF1U-ContextReferenceE1







ProtocolIE-ID ::= 213
id-PSIbasedDiscardTimer










ProtocolIE-ID ::= 214

id-BCMRBModifiedList










ProtocolIE-ID ::= xxx

END

-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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