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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105657181][bookmark: _Toc106108562][bookmark: _Toc112687655][bookmark: _Toc162518061]8.6.1.5	BC Bearer Context Release Request (gNB-CU-UP initiated) 
[bookmark: _Toc105657182][bookmark: _Toc106108563][bookmark: _Toc112687656][bookmark: _Toc162518062]8.6.1.5.1	General
The purpose of the BC Bearer Context Release Request procedure is to allow the gNB-CU-UP to request the gNB-CU-CP to trigger the release of MBS session resources for a broadcast MBS Session. The procedure uses MBS-associated signalling.
[bookmark: _Toc105657183][bookmark: _Toc106108564][bookmark: _Toc112687657][bookmark: _Toc162518063]8.6.1.5.2	Successful Operation


Figure 8.6.1.5.2-1: BC Bearer Context Release Request procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the BC BEARER CONTEXT RELEASE REQUEST message to the gNB-CU-CP. 
Interactions with gNB-CU-CP intitiated BC Bearer Context Release procedure:
Upon reception of the BC BEARER CONTEXT RELEASE REQUEST message the gNB-CU-CP should initiate the BC Bearer Context Context Release procedure.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105657204][bookmark: _Toc106108585][bookmark: _Toc112687678][bookmark: _Toc162518084]8.6.2.5	MC Bearer Context Release Request (gNB-CU-UP initiated) 
[bookmark: _Toc105657205][bookmark: _Toc106108586][bookmark: _Toc112687679][bookmark: _Toc162518085]8.6.2.5.1	General
The purpose of the MC Bearer Context Release Request procedure is to allow the gNB-CU-UP to request the gNB-CU-CP to trigger the release of MBS session resources for a multicast MBS Session. The procedure uses MBS-associated signalling.
[bookmark: _Toc105657206][bookmark: _Toc106108587][bookmark: _Toc112687680][bookmark: _Toc162518086]8.6.2.5.2	Successful Operation


Figure 8.6.2.5.2-1: MC Bearer Context Release Request procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the MC BEARER CONTEXT RELEASE REQUEST message to the gNB-CU-CP. 
Interactions with gNB-CU-CP intitiated MC Bearer Context Release procedure:
Upon reception of the MC BEARER CONTEXT RELEASE REQUEST message the gNB-CU-CP should initiate the MC Bearer Context Context Release procedure.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc162518290]9.3.1.114	BC MRB Setup Configuration
This IE contains MRB configuration information for a BC Bearer Context Context.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105657410][bookmark: _Toc106108791][bookmark: _Toc112687884][bookmark: _Toc162518296][bookmark: OLE_LINK96][bookmark: OLE_LINK97]9.3.1.120	MC MRB Setup Configuration
This IE contains MRB configuration information for a MC Bearer Context Context.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105657455][bookmark: _Toc106108836][bookmark: _Toc112687939][bookmark: _Toc162518359]9.3.3.26	BC Bearer Context To Setup
This IE contains MBS session resource related information used to request BC Bearer Context Context Setup.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105657461][bookmark: _Toc106108842][bookmark: _Toc112687945][bookmark: _Toc162518365]9.3.3.32	MC Bearer Context To Setup
This IE contains MBS session resource related information used to request MC Bearer Context Context Setup.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105657462][bookmark: _Toc106108843][bookmark: _Toc112687946][bookmark: _Toc162518366]9.3.3.33	MC Bearer Context To Setup Response
This IE contains MBS session resource related information used to confirm MC Bearer Context Context Setup.
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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