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	Reason for change:
	The current stage 2 textual description of how to use PSCell contained in E-UTRA RA Report refer to routing to gNB as SN is not correct.
Based on meeting minute RAN2#124 in R2-2313567: UE report all available NR RACH report based on request from LTE BS. 
It is RAN2’s understanding the RA report retrieved by LTE BS could generated from an en-gNB or from a gNB. For NGEN-DC, the current description limits the scope of target RAN node only relate to en-gNB is not correct and therefore need to be updated.
In addition, the IE name PSCell List is misleading since the list not only includes PSCell but also include cell belong to gNB.  
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has limited impact since it only updates stage 2 description of RA report retrieval.

	
	

	Summary of change:
	Corrected description of RA report retrieval in EN-DC and NGEN-DC scenario.

	
	

	Consequences if not approved:
	The description of RA report retrieval in EN-DC and NGEN-DC scenario is not correct.
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[bookmark: _Toc155960096]10.18.5	RA Report retrieval
In MR-DC, when a UE performs successful random access attempts which are only known by the SN (e.g., beam failure recovery, UL synchronization issue, scheduling request failure, no PUCCH resource available), the SN may inform the MN about the occurrences of successful random access procedures in the SN via a RACH indication. The MN may then retrieve the RA Report from the UE(s) based on the RACH indication received from the SN.
[bookmark: OLE_LINK65][bookmark: OLE_LINK64]A UE while being in EN-DC and NGEN-DC can collect E-UTRA RA Reports and NR RA Reports upon performing RACH in MN and SN respectively. When an E-UTRAN node retrieves the E-UTRA RA Report, it can also request UE to include the NR RA Report. If available, the UE then includes the NR RA Report in a container along with a list of PScCells associated to the NR RA Report within the E-UTRA RA Report. The retrieiving E-UTRAN node may then forward it to the corresponding nodeSNs serving the PScCells indicated within the E-UTRA RA Report.
In case of NGEN-DC, in case there is no Xn connectivity between the ng-eNB retrieving the NR RA Report from the UE and the gNB serving the PSCells indicated by UE in the NR RA Report, the ng-eNB may forward the NR RA Report via Xn to an ng-eNB connected to a gNB serving the PSCells indicated in the RA Report.
In case of EN-DC, in case there is no X2 connectivity between the eNB retrieving the NR RA Report from the UE and the en-gNB serving the PSCells indicated by UE in the NR RA Report, the eNB may forward the NR RA Report via X2 to an eNB connected to an en-gNB serving the PSCells indicated in the RA Report.
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