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	Reason for change:
	It was raised that a UE may indicate the support of a RF band using both BandNR IE and BandCombination IE. Ambiguity might arise in dermining the power class for the band.

It has been agreed in R4-2403891 that:
  For UE that is configured in the single carrier mode (1 DL + 1 UL on this band), the power class is determined by ue-PowerClass for this NR band.

	
	

	Summary of change:
	Implement the above agreement by referring to RAN2’s IEs

	
	

	Consequences if not approved:
	Ambiguity exists on power class indication for single-carrier configuration.
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< Start of change>
[bookmark: _Toc21344233][bookmark: _Toc29801717][bookmark: _Toc29802141][bookmark: _Toc29802766][bookmark: _Toc36107508][bookmark: _Toc37251267][bookmark: _Toc45888069][bookmark: _Toc45888668][bookmark: _Toc61367309][bookmark: _Toc61372692][bookmark: _Toc68230632][bookmark: _Toc69084045][bookmark: _Toc75467054][bookmark: _Toc76509076][bookmark: _Toc76718066][bookmark: _Toc83580376][bookmark: _Toc84404885][bookmark: _Toc84413494]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
[bookmark: _GoBack]Unless otherwise stated, the UE shall meet the minimum requirements in accordance with the power class indicated in the ue-PowerClass capability for the RF band when the UE is configured with single band with single-carrier in both UL and DL. The applicable power classes for each band are specified in Table 6.2.1-1.
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