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<Start of Change 1>
[bookmark: _Toc97562265][bookmark: _Toc104122492][bookmark: _Toc104205443][bookmark: _Toc104206650][bookmark: _Toc104503610][bookmark: _Toc106127532][bookmark: _Toc123057897][bookmark: _Toc124256590][bookmark: _Toc131734903][bookmark: _Toc137372680][bookmark: _Toc138885066][bookmark: _Toc145690569][bookmark: _Toc155382116][bookmark: _Toc161753823][bookmark: _Toc161754444][bookmark: _Toc163202017][bookmark: _Toc169888279][bookmark: _Toc171551468][bookmark: _Toc176775190]5	Operating bands and channel arrangement
[bookmark: _Toc97562266][bookmark: _Toc104122493][bookmark: _Toc104205444][bookmark: _Toc104206651][bookmark: _Toc104503611][bookmark: _Toc106127533][bookmark: _Toc123057898][bookmark: _Toc124256591][bookmark: _Toc131734904][bookmark: _Toc137372681][bookmark: _Toc138885067][bookmark: _Toc145690570][bookmark: _Toc155382117][bookmark: _Toc161753824][bookmark: _Toc161754445][bookmark: _Toc163202018][bookmark: _Toc169888280][bookmark: _Toc171551469][bookmark: _Toc176775191]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present Release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future Releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NTN satellite can operate according to this version of the specification are identified as described in Table 5.1-1.
Table 5.1-1: Definition of NTN frequency ranges
	Frequency range designation
	Corresponding frequency range 

	FR1-NTN (Note 1)
	410 MHz – 7125 MHz

	FR2-NTN (Note 2)
	17300 MHz – 30000 MHz

	NOTE 1:	NTN bands within this frequency range are regarded as a FR1 band when references from other specifications.
NOTE 2:	NTN bands within this frequency range are regarded as a FR2-1 band when references from other specifications unless otherwise stated.
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