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Table 4.1-4a: Applicability of Protocol conformance Mobility and Session management test cases, ref. TS 38.523-1 [2]
	Skip unchanged rows

	9.1.12
	NSAC / Mobility management aspects
	
	
	

	9.1.12.1
	NSAC / Initial registration / Back-off timer
	Rel-17
	Cxx1C21
	UEs supporting 5G Core and NSAC

	9.1.12.2
	NSAC / Initial registration / Back-off timer is not provided or zero
	Rel-17
	Cxx1C21
	UEs supporting 5G Core and NSAC

	9.1.12.3
	NSAC / Initial registration / Rejected / equivalent PLMNs
	Rel-17
	Cxx1C21
	UEs supporting 5G Core and NSAC

	9.1.12.4
	NSAC / Generic UE configuration update / Rejected NSSAI
	Rel-17
	Cxx1C21
	UEs supporting 5G Core and NSAC

	9.1.12.5
	NSAC / De-registration / 5GMM cause value #62 and rejected NSSAI
	Rel-17
	Cxx1C21
	UEs supporting 5G Core and NSAC

	Skip unchanged rows

	9.3.1.4
	NSAC / interworking with EPC
	Rel-17
	C260
	UEs supporting 5GS and E-UTRA and NSSRG and NSAC

	Skip unchanged rows

	10.1.8
	NSAC / Session management aspects
	
	
	

	10.1.8.1
	NSACNASC / PDU session establishment reject / Maximum number of PDU sessions reached / Back-off timer is neither zero nor deactivated
	Rel-15Rel-17
	Cxx1C39
	UEs supporting 5G Core and additional UE-requested PDU establishment and NSAC

	10.1.8.2
	NSACNASC / PDU session establishment reject / Maximum number of PDU sessions reached / Back-off timer is deactivated
	Rel-15Rel-17
	Cxx1C39
	UEs supporting 5G Core and additional UE-requested PDU establishment and NSAC

	10.1.8.3
	NSACNASC / PDU session establishment reject / Maximum number of PDU sessions reached / Back-off timer is zero or not included
	Rel-15Rel-17
	Cxx1C39
	UEs supporting 5G Core and additional UE-requested PDU establishment and NSAC

	10.1.8.4
	NSAC / 5GSM message not forwarded / Back-off timer
	Rel-15Rel-17
	Cxx1C39
	UEs supporting 5G Core and additional UE-requested PDU establishment and NSAC

	10.1.8.5
	NSAC / Maximum number of PDU sessions reached / Emergency service
	Rel-15Rel-17
	C261
	UEs supporting 5G Core and additional UE-requested PDU establishment and emergency services in NR connected to 5GCN and NSAC



Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Skip unchanged rows

	C260
	IF ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.7-1/37 AND A.4.3.7-1/yy THEN R ELSE N/A
	UEs supporting 5GS and E-UTRA and NSSRG and NSAC.

	C261
	IF A.4.1-5/1 AND A.4.3.7-1/9 AND A.4.3.7-1/14 AND A.4.3.7-1/yy THEN R ELSE N/A
	UEs supporting 5G Core and additional UE-requested PDU establishment and emergency services in NR connected to 5GCN and NSAC

	Skip unchanged rows

	C324
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.7-1/58 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and No E-UTRA Disabling In 5GS

	Cxx1
	IF A.4.1-5/1 AND A.4.3.7-1/yy THEN R ELSE N/A
	UEs supporting 5G Core and NSAC



