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<Start of modified section>
[bookmark: _Toc21354155][bookmark: _Toc27749777]4.9.x	Test procedure for UUAA-MM
[bookmark: _CR4_9_5_1]4.9.x.1	Scope
This procedure aims to cover the UUAA-MM procedure that UEs supporting UAS perform after successful registration.
[bookmark: _CR4_9_5_2]4.9.x.2	Procedure description
[bookmark: _CR4_9_4_2_1]4.9.x.2.1	Initial conditions
User Equipment:
-	The UE has performed steps 1 – 15 of table 4.5.2.2-2.
[bookmark: _CR4_9_5_2_2]4.9.x.2.2	Procedure sequence
[bookmark: _CRTable4_9_5_2_21]Table 4.9.x.2.1-1: Test procedure sequence UUAA-MM
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	-
	EXCEPTION: Unless otherwise stated all the messages below are transmitted on the cell specified in the test case.
	-
	-
	-
	-

	1
	SS sends authentication message based on 
authentication method used through DL NAS 
TRANSPORT message to request 
Authentication. (NOTE 1)
	<--
	DL NAS TRANSPORT

	-
	-

	2
	UE sends authentication message through UL 
NAS TRANSPORT message in response to 
authentication request.
	-->
	UL NAS TRANSPORT

	-
	-

	3
	SS sends authentication and authorisation result message through DL NAS 
TRANSPORT message.
	<--
	DL NAS TRANSPORT 
	-
	-

	4
	The SS transmits a CONFIGURATION UPDATE COMMAND message including UAV authorization information.
	<--
	CONFIGURATION UPDATE COMMAND
	-
	-

	5
	UE transmit a CONFIGURATION UPDATE COMPLETE message
	-->
	CONFIGURATION UPDATE COMPLETE
	-
	-

	-
	EXCEPTION: Step 6a1 describes behaviour depending on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE performs a specific action.
	-
	-
	-
	-

	6 – 7Ba2
	Steps 18 – 19Ba2 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed on NR Cell 1.
	-
	-
	-
	-

	NOTE 1: The UE may send a PDU SESSION ESTABLISHMENT REQUEST message before receiving the DL NAS TRANSPORT message



4.9.x.2.2	Specific message contents
Table 4.9.x.2.2-1: REGISTRATION REQUEST (Preamble)
	Derivation path: TS 38.508-1 Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	Service-level-AA container 
	Present, Contents not checked
	
	



Table 4.9.x.2.2-2: REGISTRATION ACCEPT (Preamble)
	Derivation path: TS 38.508-1 Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Service-level-AA container 
	The same value as the Service-level-AA container IE of the most recently received REGISTRATION REQUEST message
	
	



Table 4.9.x.2.2-3: UL NAS TRANSPORT (Step 2, Table 4.9.x.2.1-1)
	Derivation path: TS 38.508-1 Table 4.7.1-10

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘1001’B
	Service-level-AA container
	

	Payload container
	Present
	
	

	  Length of payload container contents
	
	4 octets
	

	  Payload container contents
	
	
	

	    Service-level-AA container
	Present: contents not checked
	
	



Table 4.9.x.2.2-4: DL NAS TRANSPORT (Step 1, Step 3, Table 4.9.x.2.1-1)
	Derivation path: TS 38.508-1 Table 4.7.1-10

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘1001’B
	Service-level-AA container
	

	Payload container
	Present
	
	

	  Length of payload container contents
	
	4 octets
	

	  Payload container contents
	
	
	

	    Service-level-AA container
	FFS
	Step 1
	

	
	FFS
	Step 3
	



Table 4.9.x.2.2-4: CONFIGURATION UPDATE COMMAND (Step 4, Table 4.9.x.2.1-1)  
	Derivation path: TS 38.508-1 [4], Table 4.7.1-19

	Information Element
	Value/remark
	Comment
	Condition

	Configuration update indication
	0001
	Acknowledgement (ACK) requested
	

	Service-level-AA container
	FFS
	
	





[bookmark: _Toc21103296]<End of modified section>
