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<Start of Change 1>
Table 4.2-8: Applicability of RRM NR SA FR2 conformance test cases for RedCap, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch
	Test Selection Criteria

	
	
	
	Condition
	Comment
	
	
	

	17.1
	RRC_IDLE state mobility for RedCap
	
	
	
	
	
	

	17.1
	NR cell re-selection
	
	
	
	
	
	

	17.1.1.1
	NR SA FR2 Cell reselection to FR2 intra-frequency NR case for 2 Rx
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.1.1.2
	NR SA FR2-FR2 Cell reselection to FR2 inter-frequency NR case
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.1.1.3
	NR SA FR2 Cell reselection to FR2 intra-frequency NR case for UE fulfilling stationary relaxed measurement criterion for 2 Rx UE
	Rel-17
	C239
	RedCap UEs supporting 5GS NR SA FR2 and Rel-17 relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE
	
	2Rx
	

	17.1.1.4
	NR SA FR2-FR2 Cell reselection to FR2 inter-frequency NR case for UE fulfilling stationary mobility relaxed measurement criterion for 2 Rx UE
	Rel-17
	C239
	RedCap UEs supporting 5GS NR SA FR2 and Rel-17 relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE
	
	2Rx
	

	17.2
	RRC_INACTIVE state mobility for RedCap
	
	
	
	
	
	

	17.2.1
	Configured Grant based Small Data Transmissions for RedCap
	
	
	
	
	
	

	17.2.1.1
	NR SA FR2 TA validation for CG-SDT for 2 Rx
	Rel-17
	C308
	RedCap UEs supporting 5GS NR SA FR2, CG-based small data transmission and long DRX cycle
	NOTE 1
	2Rx
	

	17.3
	RRC_CONNECTED state mobility for RedCap
	
	
	
	
	
	

	17.3.1
	Handover for RedCap
	
	
	
	
	
	

	17.3.1.1
	NR SA FR2 Intra-frequency handover from FR2 to FR2; unknown target cell for 2 Rx
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.3.1.2
	NR SA FR2-FR2 Inter-frequency handover from FR2 to FR2; unknown target cell for 2 Rx
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.3.2
	RRC connection mobility control for RedCap
	
	
	
	
	
	

	17.3.2.1
	RRC re-establishment for RedCap
	
	
	
	
	
	

	17.3.2.1.1
	NR SA FR2 Intra-frequency RRC Re-establishment in FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.3.2.1.2
	NR SA FR2-FR2 Inter-frequency RRC Re-establishment in FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.3.2.1.3
	NR SA FR2 Intra-frequency RRC Re-establishment in FR2 without serving cell timing
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.3.2.2
	Random Access for RedCap
	
	
	
	
	
	

	17.3.2.2.1
	NR SA FR2 4-step RA type contention based random access test in FR2 for NR Standalone
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.3.2.2.2
	NR SA FR2 4-step RA type non-contention based random access test in FR2 for NR Standalone
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	Subtest 2: F013

	17.3.2.2.3
	NR SA FR2 2-step RA type contention based random access test in FR2 for NR Standalone
	Rel-17
	C225
	RedCap UEs supporting 5GS NR SA FR2 and 2-step RACH
	NOTE 1
	2Rx
	

	17.3.2.2.4
	NR SA FR2 2-step RA type non-contention based random access test in FR2 for NR Standalone
	Rel-17
	C225
	RedCap UEs supporting 5GS NR SA FR2 and 2-step RACH
	NOTE 1
	2Rx
	

	17.3.2.3
	SA: RRC Connection Release with Redirection for RedCap
	
	
	
	
	
	

	17.3.2.3.1
	NR SA FR2-FR2 Redirection from NR in FR2 to NR in FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.4
	Timing for RedCap
	
	
	
	
	
	

	17.4.1
	UE transmit timing for RedCap
	
	
	
	
	
	

	17.4.1.1
	NR SA FR2 NR UE Transmit Timing Test for FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.4.2
	UE timer accuracy for RedCap
	
	
	
	
	
	

	17.4.3
	Timing advance for RedCap
	
	
	
	
	
	

	17.4.3.1
	NR SA FR2 SA FR2 timing advance adjustment accuracy
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.5
	Signalling characteristics for RedCap
	
	
	
	
	
	

	17.5.1
	Radio Link Monitoring for RedCap
	
	
	
	
	
	

	17.5.1.1
	NR SA FR2 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.5.1.2
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.5.1.4
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx
	

	17.5.1.5
	NR SA FR2 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode
	Rel-17
	C309
	RedCap UEs supporting 5GS NR SA FR2 and CSI-RS-based RLM
	NOTE 1
	2Rx
	

	17.5.1.6
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode
	Rel-17
	C309
	RedCap UEs supporting 5GS NR SA FR2 and CSI-RS-based RLM
	NOTE 1
	2Rx
	

	17.5.1.7
	NR SA FR2 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with CSI-RS-based RLM in DRX mode
	Rel-17
	C310
	RedCap UEs supporting 5GS NR SA FR2 and CSI-RS-based RLM and long DRX cycle
	NOTE 1
	2Rx
	

	17.5.1.8
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with CSI-RS-based RLM in DRX mode
	Rel-17
	C310
	RedCap UEs supporting 5GS NR SA FR2 and CSI-RS-based RLM and long DRX cycle
	NOTE 1
	2Rx
	

	17.5.1.9
	NR SA FR2 UE Radio Link Monitoring Scheduling Restrictions on FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.5.2
	Beam Failure Detection and Link recovery procedures for RedCap
	
	
	
	
	
	

	17.5.2.3
	NR SA FR2 Beam Failure Detection and Link Recovery Test for FR2 PCell configured with CSI-RS-based BFD and LR in non-DRX mode
	Rel-17
	C227
	RedCap UEs supporting 5GS NR SA FR2, CSI-RS based RLM and link recovery
	
	2Rx
	

	17.5.2.4
	NR SA FR2 Beam Failure Detection and Link Recovery Test for FR2 PCell configured with CSI-RS-based BFD and LR in DRX mode
	Rel-17
	C228
	RedCap UEs supporting 5GS NR SA FR2, long DRX cycle, CSI-RS based RLM and link recovery
	
	2Rx
	

	17.5.2.5
	NR SA FR2 Scheduling availability restriction during Beam Failure Detection and Link Recovery for FR2 PCell configured with SSB-based BFD and LR in non-DRX mode
	Rel-17
	C226
	RedCap UEs supporting 5GS NR SA FR2 and SSB based link recovery
	
	2Rx
	

	17.5.3
	Active BWP switch for RedCap
	
	
	
	
	
	

	17.5.3.1
	DCI-based and time-based active BWP switch for RedCap
	
	
	
	
	
	

	17.5.3.1.1
	NR SA FR2 DCI-based and Timer-based DL active BWP switch with non-DRX
	Rel-17
	C315
	RedCap UEs supporting 5GS NR SA FR2 and (DCI and timer based active BWP switching delay type1 or type2) and (Support of BWP adaptation upto2 or upto4)
	NOTE 1
	2Rx
	

	17.5.3.2
	RRC-based active BWP switch for RedCap
	
	
	
	
	
	

	17.5.3.2.1
	NR SA FR2 RRC-based DL active BWP switch with non-DRX
	Rel-17
	C316
	RedCap UEs supporting 5GS NR SA FR2 and (Support of BWP adaptation upto2 or upto4)
	NOTE 1
	2Rx
	

	17.5.4
	Active TCI state switch delay for RedCap
	
	
	
	
	
	

	17.5.4.1
	MAC-CE based active TCI state switch for RedCap
	
	
	
	
	
	

	17.5.4.1.1
	NR SA FR2 NR PCell FR2 active TCI state switch for a known TCI state
	Rel-17
	C311
	RedCap UEs supporting 5GS NR SA FR2, maximum number of active TCI states per BWP greater than 1, and maximum number of simultaneously trackable TRS resource sets per CC greater than 1
	NOTE 1
	2Rx
	

	17.5.4.2
	RRC based active TCI state switch for RedCap
	
	
	
	
	
	

	17.5.4.2.1
	NR SA FR2 NR PCell FR2 active TCI state switch for a known TCI state
	Rel-17
	C311
	RedCap UEs supporting 5GS NR SA FR2, maximum number of active TCI states per BWP greater than 1, and maximum number of simultaneously trackable TRS resource sets per CC greater than 1
	NOTE 1
	2Rx
	

	17.5.5
	Uplink spatial relation switch delay for RedCap
	
	
	
	
	
	

	17.5.5.1
	MAC-CE based Spatial Relation switch for RedCap
	
	
	
	
	
	

	17.5.5.1.1
	NR SA FR2 PCell MAC-CE based spatial relation switch associated with known DL-RS
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.5.5.2
	RRC based spatial relation switch for RedCap
	
	
	
	
	
	

	17.5.5.2.1
	NR SA FR2 PCell RRC-based spatial relation switch associated with a known DL-RS
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.5.6
	UE specific CBW change for RedCap
	
	
	
	
	
	

	17.5.6.1
	NR SA FR2 UE specific CBW change of PCell with non-DRX
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.6
	Measurement procedure for RedCap
	
	
	
	
	
	

	17.6.1
	Intra-frequency Measurements for RedCap
	
	
	
	
	
	

	17.6.1.1
	NR SA FR2 Event triggered reporting test without gap under non-DRX
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.6.1.2
	NR SA FR2 Event triggered reporting test without gap under DRX
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx
	

	17.6.1.3
	NR SA FR2 Event triggered reporting test with per-UE gaps under non-DRX
	Rel-17
	C238
	RedCap UEs supporting 5GS NR SA FR2, CSI-RS-based RLM and BWP operation without bandwidth restriction
	
	2Rx
	

	17.6.1.4
	NR SA FR2 Event triggered reporting test with per-UE gaps under DRX
	Rel-17
	C229
	RedCap UEs supporting 5GS NR SA FR2, long DRX cycle, CSI-RS-based RLM and BWP operation without bandwidth restriction
	
	2Rx
	

	17.6.2
	Inter-frequency Measurements for RedCap
	
	
	
	
	
	

	17.6.2.1
	NR SA FR2-FR2 Event triggered reporting tests For FR2 without SSB time index detection when DRX is not used
	
	
	
	
	
	

	17.6.2.2
	NR SA FR2-FR2 Event triggered reporting tests For FR2 without SSB time index detection when DRX is used
	
	
	
	
	
	

	17.6.2.3
	NR SA FR2-FR2 Event triggered reporting tests For FR2 with SSB time index detection when DRX is not used
	
	C182
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	
	
	

	17.6.2.4
	NR SA FR2-FR2 Event triggered reporting tests For FR2 with SSB time index detection when DRX is used
	
	
	
	
	
	

	17.6.3
	L1-RSRP measurement for beam reporting for RedCap
	
	
	
	
	
	

	17.6.3.1
	NR SA FR2 SSB based L1-RSRP measurement when DRX is not used
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.6.3.2
	NR SA FR2 SSB based L1-RSRP measurement when DRX is used
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx
	

	17.6.3.3
	NR SA FR2 CSI-RS based L1-RSRP measurement when DRX is not used
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx
	

	17.6.3.4
	NR SA FR2 CSI-RS based L1-RSRP measurement when DRX is used
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx
	

	17.6.4
	NR Measurements with autonomous gaps for RedCap
	
	
	
	
	
	

	17.6.4.1
	NR SA FR2 Interfrequency CGI reporting in autonomous gaps test (PCell in FR2)
	Rel-17
	C312
	RedCap UEs supporting 5GS NR SA FR2 and NR CGI reading using autonomous gap
	NOTE 1
	2Rx
	

	17.7
	Measurement performance requirements for RedCap
	
	
	
	
	
	

	17.7.1
	SS-RSRP for RedCap
	
	
	
	
	
	

	17.7.1.1
	Intra-frequency measurement accuracy with FR2 serving cell and FR2 target cell
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.7.1.2
	Inter-frequency measurement accuracy with FR2 serving cell and FR2 target cell
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.7.2
	SS-RSRQ for RedCap
	
	
	
	
	
	

	17.7.2.1
	Intra-frequency measurement accuracy with FR2 serving cell and FR2 target cell
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.7.2.2
	Inter-frequency measurement accuracy with FR2 serving cell and FR2 target cell
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.7.3
	L1-RSRP measurement for beam reporting for RedCap
	
	
	
	
	
	

	17.7.3.1
	NR SA FR2 SSB based L1-RSRP measurement accuracy
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.7.3.2
	NR SA FR2 CSI-RS based L1-RSRP measurement on resource set with repetition off
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx
	

	17.7.4
	SS-SINR for RedCap
	
	
	
	
	
	

	17.7.4.1
	Intra-frequency measurement accuracy with FR2 serving cell and FR2 target cell
	Rel-17
	C317
	RedCap UEs supporting 5GS NR SA FR2 and SS-SINR measurement
	NOTE 1
	2Rx
	

	17.7.4.2
	Inter-frequency measurement accuracy with FR2 serving cell and FR2 target cell
	Rel-17
	C317
	RedCap UEs supporting 5GS NR SA FR2 and SS-SINR measurement
	
	2Rx
	

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
	


<End of Change 1>


