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Table 4.1-4a: Applicability of Protocol conformance Mobility and Session management test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	9
	Mobility management
	
	
	

	9.1
	5GS mobility management
	
	
	

	9.1.1
	Primary authentication and key agreement
	
	
	

	9.1.1.1
	EAP based primary authentication and key agreement / EAP-AKA' related procedures
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.1.2
	EAP based primary authentication and key agreement / Reject
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	9.3
	Inter-system mobility
	
	
	

	9.3.1
	5GS-EPC Inter-system mobility
	
	
	

	9.3.1.1
	Inter-system mobility registration update / Single-registration mode with N26 / 5GMM-IDLE / 5GC to EPC
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	9.3.1.2
	Inter-system mobility registration update / Single-registration mode with N26 / 5GMM-IDLE / EPC to 5GC
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	9.3.1.3
	Inter-system mobility and periodic registration update / Rejected / Single-registration mode with N26 / Handling of EPC relevant parameters
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	9.3.1.4
	NSAC / interworking with EPC
	Rel-17
	C260
	UEs supporting 5GS and E-UTRA and NSSRG

	9.3.1.5
	Inter-system mobility registration update / Single registration mode with N26 interface / No E-UTRA Disabling In 5GS / attach attempt counter is equal to 5 /Success
	Rel-17
	C324
	UEs supporting 5G Core and E-UTRA and No E-UTRA Disabling In 5GS and disabling E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5

	9.3.1.6
	Inter-system mobility registration update / Single registration mode with N26 interface / No E-UTRA Disabling In 5GS / tracking area updating attempt counter is equal to 5 / Success
	Rel-17
	C324
	UEs supporting 5G Core and E-UTRA and No E-UTRA Disabling In 5GS and disabling E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5

	9.4
	Non-Terrestrial Network
	
	
	

	9.4.1
	5GS mobility management for Non-Terrestrial Network
	
	
	

	9.4.1.1
	NTN / GNSS position reporting / reject cause #78 "PLMN not allowed to operate at the present UE location"
	Rel-17
	C309
	UEs supporting 5G Core and NR NTN access

	9.4.1.2
	NTN / Mobility registration update / supported TACs not part of UE registration area
	Rel-17
	C309
	UEs supporting 5G Core and NR NTN access


<End of modified section>
<Start of modified section>
Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS Fallback
	
	
	

	11.1.1
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	…
	
	
	
	

	11.1.8
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.1.9
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.1.10
	VoidMO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / No E-UTRA Disabling In 5GS / attach attempt counter is equal to 5 / Success
	Rel-17
	C316
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback and being configured for No E-UTRA Disabling In 5GS


<End of modified section>
<Start of modified section>
[bookmark: _Toc146804992]4.2	Protocol conformance test cases applicability conditions
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	…
	
	

	C314
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.4-1/26 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and RRC Connection release with MPS priority indication

	C315
	IF A.4.1-5/1 AND A.4.3.2-1/134 THEN R ELSE N/A
	UEs supporting 5G Core and partial frequency sounding for SRS with frequency hopping.

	C316
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND [10] A.4.4-1/33 AND A.4.3.7-1/12 AND A.4.3.7-1/58 THEN R ELSE N/AVoid
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback and being configured for No E-UTRA Disabling In 5GS

	C317
	IF A.4.1-5/1 AND A.4.4-1/16 AND A.4.3.7-1/6 THEN R ELSE N/A
	UEs supporting 5G Core and SDT via Configured Grant Type 1 in RRC_INACTIVE state and SMS over NAS

	C318
	IF A.4.1-5/1 AND A.4.3.2-2/1 THEN R ELSE N/A
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access

	C319
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.1-5/2 AND [10] A.4.1-1/5 AND A.4.3.7-1/13 AND A.4.3.7-1/60 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and 5G core over non-3GPP Access Network and WLAN and R17 ATSSS of establishing a PDN connection as the user plane resource of an MA PDU session in 5GS

	C320
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.1-5/2 AND [10] A.4.1-1/5 AND A.4.3.7-1/13 AND A.4.3.7-1/48 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and 5G core over non-3GPP Access Network and WLAN and R16 ATSSS

	C321
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.2-1/138 THEN R ELSE N/A
	UEs supporting 5G Core and NR NTN access and UE reporting of information related to TA pre-compensation

	C322
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5G Core and NR NTN access and RLC UM Mode

	C323
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.6-1/76 THEN R ELSE N/A
	UE supporting 5G Core and NR NTN access and UE supporting location-based triggered measurement reporting (i.e., event D1)

	C324
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.7-1/58 AND A.4.3.7-1/XX THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and No E-UTRA Disabling In 5GS and disabling E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5


<End of modified section>
<< informal Note for the implementer: /XX in condition C324 is defined in TS 38.508-2 CR 0630 as : >>
	XX
	Support of UE disabling E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5
	24.301, 5.5.1.2.6, 5.5.1.3.6,5.5.3.2.6
	Rel-17
	pc_disable_EUTRA_attempt_counter_max
	No
	
	This PICS shall be true for UE that always disable E-UTRA capability when attach attempt counter or tracking area updating attempt counter is equal to 5.
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