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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	Idle mode operations
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	<Unchanged Parts Skipped>

	22.4.28
	NB-IoT / Wake-up Signal / DRX
	Rel-15
	C390
	UEs supporting NB-IoT FDD and WUS
	pc_NB_FDD
	
	22.4.28
	NB-IoT / Wake-up Signal / DRX

	22.4.29
	NB-IoT / Wake-up Signal / eDRX
	Rel-15
	C391
	UEs supporting NB-IoT FDD and Extended DRX and WUS
	pc_NB_FDD
	
	22.4.29
	NB-IoT / Wake-up Signal / eDRX

	22.4.30
	NB-IoT / NTN / Ephemeris information update / T317 Expiry / T318 Expiry
	Rel-17
	C412
	UEs supporting NB-IoT and NTN access in NB-IoT
	pc_NB_FDD
pc_NB_ntn_GSO_ScenarioSupport
pc_NB_ntn_NGSO_ScenarioSupport
	
	22.4.30
	NB-IoT / NTN / Ephemeris information update / T317 Expiry / T318 Expiry

	22.4.31
	NB-IoT / NTN / discontinuous coverage
	Rel-18
	Cxxx
	UEs supporting NB-IoT and NTN access and discontinuous coverage
	pc_NB_FDD
pc_NB_ntn_GSO_ScenarioSupport
pc_NB_ntn_NGSO_ScenarioSupport
pc_NB_ntn_DiscontinuousCoverage
	
	Note 22
	

	22.5.1
	NB-IoT / Authentication not accepted by the network, GUTI used / Authentication not accepted by the UE, SQN failure / Authentication not accepted by the UE, non-EPS authentication unacceptable / Network failing the authentication check
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
pc_NB_ntn_only_Connectivity_EPC
	
	22.5.1
	NB-IoT / Authentication not accepted by the network, GUTI used / Authentication not accepted by the UE, SQN failure / Authentication not accepted by the UE, non-EPS authentication unacceptable / Network failing the authentication check



<< Unchanged contents omitted >>
Table 4-1a: Applicability of tests Conditions
	C01	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C01a	IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND (A.4.5-2/3 OR A.4.5-2/4) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C01b	IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A.4.5-2/4 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C02	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/2 THEN R ELSE N/A

	C02a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/2 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C03	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/1 THEN R ELSE N/A

	<< Unchanged contents omitted >>

	C434	IF [45]A.3A/50 AND [45]A.18/4 AND [45]A.12/66 THEN R ELSE N/A

	C435	IF (A.4.4-1/230 OR A.4.4-1/240) AND A.4.4-1/167 AND (A.4.4-1/253 OR A.4.4-1/254) THEN R ELSE N/A

	C436	IF A.4.1-1/8 AND A4.4-1/230 AND A.4.4-1/255 THEN R ELSE N/A

	C437	IF A.4.1-1/8 AND A4.4-1/230 AND A.4.4-1/256 THEN R ELSE N/A

	Cxxx	IF (A.4.4-1/230 OR A.4.4-1/240) AND A.4.4-1/XXX THEN R ELSE N/A


<< Unchanged sections omitted >>
[bookmark: _Toc21007395][bookmark: _Toc69063176][bookmark: _Toc29487548][bookmark: _Toc146120810][bookmark: _Toc75437466][bookmark: _Toc51919465][bookmark: _Toc68110774]A.4.4	Additional information
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Table A.4.4-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	For Rel-8: CSG autonomous search is optional.
For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	4
	Support of Short Message Service (SMS) MO over SGs
	23.272, 8.2.2, 8.2.3
	Rel-8
	pc_SMS_SGs_MO
	

	<< Unchanged contents omitted >>

	254
	Support of uplink HARQ mode B for a single TB per HARQ process
	36.306, 4.3.38.29
	Rel-18
	pc_NB_ntn_UL_HARQ_MODE_B_singleTB
	

	255
	Support of Control Plane CIoT Optimization Early Data Transmission over NB-IoT
	36.306, 6.8.4
	Rel-15
	pc_NB_Control_Plane_CIoT_Optimisation_EDT
	

	256
	Support of User Plane CIoT Optimization Early Data Transmission over NB-IoT
	36.306, 4.3.8.7
	Rel-15
	pc_NB_User_Plane_CIoT_Optimisation_EDT
	

	XXX
	Support of Discontinuous coverage
	36.306, 6.19.2
	Rel-18
	pc_NB_ntn_DiscontinuousCoverage
	


<< END OF CHANGES >>

