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[bookmark: _Toc153803067]
First change
[bookmark: _Toc155355119]4.11.2	5GMS AS data collection and reporting client configuration
The 5GMS AS shall use the service operations and procedures specified in TS 26.532 [49] to obtain its data collection and reporting client configuration from the Data Collection AF instantiated in the 5GMS AF at reference point R4:
[bookmark: _MCCTEMPBM_CRPT71130126___7]-	In the case where both the 5GMS AS and the 5GMS AF reside in the trusted domain, the 5GMS AS shall obtain its data collection client configuration directly from the Data Collection AF by invoking appropriate Ndcaf_DataReporting service operations as specified in clause 7.2 of [49] according to the procedures specified in clauses 4.2.5 of [49].
-	Should the 5GMS AS and the 5GMS AF reside in different trust domains, the 5GMS AS shall instead obtain its configuration from the Data Collection AF indirectly via the NEF by invoking the equivalent operations on the Nnef_DataReporting service as defined in TS 26.531 [48].
[bookmark: _MCCTEMPBM_CRPT71130127___7]In both cases, the 5GMS AS shall declare that it supports the MS_ACCESS_ACTIVITY data reporting domain in Data‌Reporting‌Session.‌supportedDomains (see clauses 7.2.3.2.1 and 7.2.3.3.1 of TS 26.532 [49]) and the Data Collection AF instantiated in the 5GMS AF shall request reporting for this domain by including the same value as a key to the Data‌Reporting‌Session.‌reportingConditions dictionary. The value of the ReportingCondition.type property at this key shall be INTERVAL, THRESHOLD or OFF.
No data packaging strategies are specified in this release for the data reporting domains associated with the 5GMS AS at reference point R4.
Default data packaging strategies for the data reporting domains associated with the 5GMS AS at reference point R4 are not specified in this release.
The 5GMS AS shall refresh its data collection and reporting client configuration according to the procedures specified in clause 4.2.5.3 of TS 26.532 [49].
[bookmark: _Toc123800747][bookmark: _Toc155355123]Next change
4.11A.2	Data collection and reporting client configuration
The Direct Data Collection Client instantiated in the Media Session Handler shall use the service operations and procedures specified in TS 26.532 [49] to obtain its data collection and reporting client configuration from the Data Collection AF instantiated in the 5GMS AF at reference point R2 by invoking appropriate Ndcaf_DataReporting service operations as specified in clause 7.2 of [49] according to the procedures specified in clauses 4.3.2 of [49].
The Direct Data Collection Client instantiated in the Media Session Handler shall declare that it supports the MS_ANBR_NETWORK_ASSISTANCE data reporting domain in Data‌Reporting‌Session.‌supportedDomains (see clauses 7.3.2.1 and 7.3.3.1 of TS 26.532 [49]) and the Data Collection AF instantiated in the 5GMS AF shall request reporting for this domain by including the same value as a key to the Data‌Reporting‌Session.‌reportingConditions dictionary. The value of the ReportingCondition.type property at this key shall be EVENT or OFF.
No data packaging strategies are specified in this release for the data reporting domains associated with the Direct Data Collection Client instantiated in the Media Session Handler at reference point R2.
Default data packaging strategies for the data reporting domains associated with the Direct Data Collection Client instantiated in the Media Session Handler at reference point R2 are not specified in this release.
The Direct Data Collection Client instantiated in the Media Session Handler shall refresh its data collection and reporting client configuration according to the procedures specified in clause 4.3.2.3 of TS 26.532 [49].
End of changes
