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Abstract of the contribution: Add interim conclusion on UE Reader in Topology 2.

1. Discussion
The paper is proposed to add interim conclusion on UE Reader in Topology 2:
UE Reader should be authorized to act as an AIoT Reader before handling AIoT service operations. AMF will authorize the UE Reader based on subscription data of the UE and operator’s policy.
The radio resource used for service operation between AIoT Device and UE Reader should be authorized and allocated by NG-RAN serving the UE Reader.
UE Reader selection can be performed by AIoTF and/or NG-RAN serving the UE Reader.

[bookmark: _GoBack]2. Proposal
It is proposed to capture the following changes into TR 23.700-13.

* * * * Start of Changes * * * * 
[bookmark: _Toc180646017][bookmark: _Toc326248711][bookmark: _Toc22214911][bookmark: _Toc510604409]8.1.3.X	Interim Conclusion for UE Reader authorization
The following interim conclusion are agreed for the UE Reader authorization in Topology 2:
-	The UE Reader should be authorized to act as an AIoT Reader before handling AIoT service operations.
-	The UE may include UE Reader capability when it registers to the network.
-	The AMF shall authorize the UE Reader based on subscription data of the UE.
-	The AMF provides the UE Reader authorization indication to the NG-RAN serving the UE Reader.
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