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Per clause 4.3.2:
-	An RTC Client shall support the collection and reporting at reference point RTC-5 of information about the real-time media it consumes from reference points RTC‑4 and RTC‑12.
-	An RTC AS shall support the collection and reporting at reference point RTC-3 of information about the real-time media it consumes from reference point RTC‑4.
Details of tThe consumption reporting information to be collected and reported by the RTC Client and RTC AS shall include the following:are for further study.
-	Reporting client identifier of the RTC endpoint (RTC Client or RTC AS).
-	Media delivery session identifier uniquely identifying an RTC session in the RTC System.
-	Media entry point URL used to initiate media consumption by the RTC Access Function or RTC AS at reference point RTC‑4 or RTC‑12.
-	Start time and the duration of the received media at reference point RTC‑4 or RTC‑12.
-	Information about the media being received by an RTC Access Function at reference point RTC‑4 or RTC‑12 or by the RTC AS at reference point RTC-4.
-	Information about the transport association between the RTC Client and RTC AS at reference point RTC‑4 or between two RTC Clients at reference point RTC‑12 (e.g. IP address and port number in use at each end of the transport association).
-	Identification of the network slice in which the media was received at reference point RTC‑4 or RTC‑12.
-	Name of the Data Network from which the media was received at reference point RTC‑4 or RTC‑12.
-	Location(s) of the RTC Client when the media was received at reference point RTC‑4 or RTC‑12.
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