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1
Decision/action requested

The group is asked to discuss and approval.
2
References

3
Rationale

This contribution proposes to add use case and requirements on resource load of RedCap network. 

Network resource load performance evaluation is essential for network management. However, the current method of combining RedCap and non-RedCap UEs for resource utilization may lead to inaccurate representation of RedCap network performance. By specifically addressing the resource load of RedCap network, we can ensure more accurate performance evaluations, which are critical for optimizing network management and enhancing user experience in RedCap network.
This is related to WT-2.1 investigate the metrics for resource load of RedCap network.
4
Detailed proposal

	1st  Change


5.1
Use case #1:  Performance evaluation on resource load of RedCap network
5.1.1
Description

The radio resource utilization measurements could provide operators the load information of the radio network during the measurement time period. Compared to non-Redcap UEs, RedCap UEs use fewer network resources (e.g. PRBs) relative to eMBB (enhanced mobile broadband) devices due to their reduced capabilities and lower data rate requirements.
In TS 28.552 [10], radio resource utilization metrics are used to evaluate the performance of the entire network, but the current approach combines the resource utilization of RedCap UEs and non-RedCap UEs, which may not accurately reflect the performance of the RedCap network.

Therefore, it is essential to investigate an approach for separately calculating the resource load of RedCap UEs and defining the resource load performance of networks that deliver RedCap services. This will ensure a more precise evaluation of the user experience for RedCap UEs, thus make the operator to be aware of whether a cell has ever experienced high load or not in the monitoring period, and is a key input to network capacity planning and load balancing in RecCap network.
Similarly, to distinguish RedCap UEs and non-RedCap UEs for metric of the number of the active UEs in each cell is helpful for operators to know how many DRBs are running with buffered data per cell for different kinds of UEs. 

Through the metrics of radio resource utilization and active users of RedCap UEs and non-RedCap UEs, operators can better evaluate the overall consumption of network resources by RedCap to facilitate adjustment of related network policies.
5.1.2
Potential requirements
REQ-RedCap-Perf-Resource: The 3GPP management system shall have capability to provide measurements or KPIs related to resource load of RedCap network.
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