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	Reason for change:
	The application level failure handling is now defined to support the CTF detected failure handling, with three enumeration values that specify how CTF handles the service in case of request times out to CHF. 
However, in terms of consumer CHF detected failure handling, the consumer CHF cannot decide directly whether the service shall continue or not, the above three values cannot be used to specify how consumer CHF handles failure. 

	
	

	Summary of change:
	1. Clarify the application level failure handling specified for CTF detected failure handling.
2. Specify the application level failure handling whenClarify the consumer CHF detected failure handling for inter-CHF communication.

	
	

	Consequences if not approved:
	The failure handling mechanism is incomplete to support the failure handling for inter-CHF communication.
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[bookmark: _Toc162447041][bookmark: _Toc20212988][bookmark: _Toc27668403][bookmark: _Toc44668304][bookmark: _Toc58836864][bookmark: _Toc58837871][bookmark: _Toc90628291]5.5.1.3	CHF as NF Consumer detected failure
When a Charging Data Request [Initial/Update/Termination] received by the consumer CHF for inter CHFs communication, in the case of the consumer CHF towards producer CHF request times out and without alternative producer CHF, consumer CHF should decide how to handle the charging session with NF consumer (CTF) based on the service level agreement between operators. uses application level failure handling for charging session between consumer CHF and producer CHF, i.e. terminate, continue, retry_and_terminate, which may be received from the producer CHF previously or may be based on operator agreement.
Note：The application level failure handinging is not applicable for the inter CHF communications.
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